ENGINEERING MATERIAL SPECIFICATION

Material Name

SELF ADHERING PLASTIC SHEET
SELF ADHERING PLASTIC SHEET

1. SCOPE

Specification Number

DELTA S-M3G4602-A

S-M3G4602-B

The material defined by this specification is a plastic sheet with a single
coated pressure sensitive adhesive backing protected with release paper.
The face side is color printed in accordance with Engineering Drawing and
covered with clear lacquer. :

2. APPLICATION

This material is used as a certification label to be permanently affixed

to painted surfaces as specified on Engineering Drawing.

DELTA

S-M3G4602-A

3. REQUIREMENTS

The label shall not be removed

without being destroyed

3.1 COLOR As specified Engineering
Drawing
3.2 TOTAL THICERNESS -
(ASTM D 1000, without release paper)
See clause 5.1.
3.3 ADHESION
Test Method: Apply material to painted panels, prepared in
accordance with FLTM EU-BI 3-2, Method C and firmly press down using
a rubber roller or equivalent. Condition for 24 hours at room
temperature before conducting the following tests. Use at least 3
specimen for each test.
3.3.1 Original
DELTA S-M3G4602-A:
The material shall not be removed without being destroyed.
Date Release No. Released
1994 11 30 Revised and Retyped, was 7 pages
1984 05 17 [B/701 890 TP Revised sheets 1, 2, 5, 6, 7
1969 08 19 (BC/64055/KP Last Revision of $-M3G4602-A
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3.3.2 After Heating Ageing (1)
{2 hat 70 C +/- 1 C air
temperature; test after cooling
to room temperature)

No evidence of adhesion loss, delamination, peeling,
blistering, cracking or other type of failure.

DELTA S5-M3G4602-A:

In addition to above requirements, the material shall not be
removed without being destroyed.

3.3.3 After Heat Ageing (2)
(10 minutes at 100 € +/- 2 C air
temperature, test after cooling
to room temperature) .
For requirements, see 3.3.2.
3.3.4 After Low Temperature Exposure
(4 h at -=-30 +/- 1 C, test while
still in cold box)

For requirements, see 3.3.2.

3.3.5 After Artificial Weathering
(FLTM EU-BO 15-1, 5 cycles)

For regquirements, see 3.3.2.
3.4 IMMERSION IN ORGANIC SOLVENTS

3.4.1 5 Minute Immersion in Carbon Tetrachloride
(Immediately after removal)

DELTA S-M3G4602-A:

The material shall not be removed without being destroyed.
3.4.2 5 Minute Immersion in Special

Spirit (65/140)

(Immediately after removal)

No evidence of adhesion loss, delamination, peeling,

blistering, cracking or other type of failure. Furthermore,

the superscription shall not be removed when subsequently

wiped with a cloth scaked with special spirit 65/140.

DELTA S-M3G4602-A:

In addition to above requirements, the material shall not be
| removed without being destroyed.
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