ENGINEERING MATERTAL SPECIFICATION

Material Name Specification Number
PRIMER, AIR DRYING 5-M4J304-B
1. SCOPE

The material defined by this specification is a nitrocellulose type lacquer
dipping primer.

2. APPLICATION

This specification was originally released for material which is used as
a primer on iron die castings.

3. REQUIREMENTS

3.1 COMPOSITION
(FLTM EU-BI 2-1)

Non-Volatile, min 17 &
Volatile, max 83 %

Non-Volatile

Pigment, max 25 %
Vehicle, min 75 %
Volatile: Volatile position shall have an evaporation rate which
will allow drying in the required time. The package composition

shall not contain any Benzol (Benzene) or chlorinated derivatives.
3.2 PHYSICAL PROPERTIES

3.2.1 Density
(FLTM EU-BI 2-2)

According to initial sample report +/- 1 %
3.2.2 Package Viscosity

Minimum 60 seconds in Ford Cup No. 4 at 25 C.

Date Release No. Released
1994 12 19 Revised and Retyped was: 6 pages
1984 11 14 |B/701 896 TP Revised and Retyped
1975 10 06 |B/CP 7060 TP Released
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3.2.3 Color
(FLTM EU-BI 9-1)

According to released master panel.

3.2.4 Flash Point
The flash point shall conform to the safety regulations
applicable to the plant and/or country where the material
shall be used.

3.2.5 Stability

The material shall not liver nor gel upon standing for three
months at 20 +/- 2 C in partially filled, closed container.

3.2.6 Drying Time
The material applied to a dry film thickness of 15 - 20
micrometre shall dry sufficiently hard to handle within 15
minutes.

3.3 PREPARATION OF TEST PANELS

Panels shall be non-phosphated autobody stock cleaned as indicated in
FLTM EU-BI 3-2, Method 'F'.

3.3.1 Viscosity
25 - 30 seconds in Ford Cup No. 4 at 25 C.
3.3.2 Dry Film Thickness 15 - 20 micrometre

On steel panels and an adequate volumetric amount on cast
iron panels.

Note: Use cast iron panels for cast iron parts and steel
panels for steel parts.
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