@ ENGINEERING MATERIAL SPECIFICATION

Material Name Specificacion Number
UNDERBODY COATING, SOLVENT RELEASE , HEAT CURING S-M5G4612-A
1. SCOPE

The material defined by this specification is 2 s
rubber and synthetic resin based material with go
resistance.

2. CAPPLICATION
This material is generally used on non-visi

wheel arch and/or as specified on Engin e
applied to EC-coated and/or epoxy primed

3. REQUIREMENTS
3.1 COLOR

3.2 SOLIDS, min
(FLTM EU-BV 50-10)

3.3 ASH, max
(FLTM EU-BV 50-~10)

3.4 DENSITY at 20 C : 1.1 - 1.4 g/cm3
(ASTM D 1475)

3.5 VISCOSITY at
(ASTM D 217

20 - 35 mm

35 mm
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Test Method:

1) Apply material under test to steel panels 300 x 100 mm (prepared
according to FLTM EU-BI 20-1) at a wet coating thickness of 3 -
4 mm (airless).

2) Condition for 15 minutes at room temperature and expose to
"Minimum Heat Curing Cycle" according to FLTM EU-BV 50-5,
Table 3.
3.7 ABRASION RESISTANCE

There shall be no exposed metal area showing after 50 litres gravel
impact based on a dry coating thickness of 1 mm.

Test Method:

1) Prepare test specimens in accordance with clause 3.6.

2) Condition for 2 hours at room temperature and expose in a
mechanical convection oven maintained at 70 +/- 2 C for

120 hours.

3) After conditioning for 24 hours at room temperature determine the
abrasion resistance according to ASTM D 968, except I. D. of tube

25 mm.
Gravel: Type "Diorit", Grain Size 5/8
Supplier: Odenwalder Hartsteinwerke

6101 Niederramstadt
West Germany

3.8 CORROSION RESISTANCE

The material shall protect the test panel from corrosion for a salt
spray exposure period of 500 hour. It shall show no expansion,
flaking or loss of abrasion resistance.

Test Method:

1} Prepare test specimen in accordance with clause 3.7, paragraph 1
and 2.

2) After conditioning for 24 hours at room temperature expose
specimens for 500 hours to a salt spray fog according to ASTM
B 117.

3) Determine abrasion resistance as specified under clause 3.7 and
examine test panel for evidence of corrosion.

Disregard the area 10 mm from the edges.
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