ENGINEERING MATERIAL SPECIFICATION

Material Name Specirication Number

GASKET MATERIAL, ABSESTOS, CORK MEAL AND S-M8G4512-a
NITRILE RUBBER

1. SCOPE

The material defined by this specification is asbesté
with nitrile rubber. %

meal bonded

2. APPLICATION

This material is generally used as gasket foi ifof own
on BEngineering drawing. :

3. REQUIREMENT

All test are to be carried out on nomi i ngineering
drawing. . T

3.1 TENSILE STRENGTH
(ASTM F 152, conditioninga
Material, Procedure 3)

Across machine directi

3.2 COMPRESSIBILITY
{ASTM F 36, Method A)

3.3 RECOVERY, min 40 %
(ASTM F 36, Me
3.4 FLUID RESIg
(ASTM F 1 1
material,
Tvpe 1 material)
n ASTM 0il
Strength
0ss machine direction, max - 50 %
ompressibility, max 55 % _
HRSTM F 36, Method A}
Thickness 0 to + 15 %
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ENGINEERING MATERIAL SPECIFICATION
S-MB8G4512-A

3.4.2 Change After Immersion in ASTM Fuel B,
5 hat 23 +/-2¢C :

3.4.2.1 Weight 0 to + 30 %

3.4.2.2 Thickness 0 ﬁo + 15 %
3.4.3 Stirring Test In Engine 0il

Test Method (see Figure 1)

Fill a beaker with engine oil according to specification
SS-M2C9000-2A.

Use specimen of 25 x 50 mm and punch a hole in the center of
the specimen and fix it on the shaft of the stirrer using on
each side a washer and a nut. Then-immerse sample in oil and
start the stirrer. Heat oil by a suitable heater up to 150
+/- 2 C and run the test for 24 hours at a rotational
frequency 600 +/- 20 minutes.

After 24 hours stirring, only slight hardening of the test
material shall result, but there shall be no evidence of
disintegration of the material.

3.5 COMPRESSION SET, max 35 %
(ASTM D 395, Method A, 70 h at 100 +/- 2 C)

3.6 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and 2 new code identification are
to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to
the materials addressed by this document. The restrictions are
defined in Engineering Materials Specification W55-M99P9999-Al.
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