@ ENGINEERING MATERIAL SPECIFICATION

Materzal Name SpecilIiication Number
GASKET MATERIAL, SYNTHETIC RUBBER BONDED ASBESTOS S~-M8G4519-A
1. SCOPE

The material defined by this specification is an a

ibre laminate
bonded with synthetic rubber. :

2. APPLICATION
This material is generally used where a hi i oy is
required and the amount of swell with no dig AR makedial is
controlled. :

3. REQUIREMENTS

All tests are to be carried out in 104 unless

otherwise specified.
3.1 THICKNESS

The Thickness of the test
of the actual part.

al with thickness

3.2 COMPRESSIBILITY 7 -17 %
(ASTM F 36, Procedure
3.3 RECOVERY, min 25 %
(ASTM F 36,
3.4 TENSILE ST 140 kp/cm2
3.0 mm
S - 35
10 - 50
0 - 13
0 - 13
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3.5.2 After 5 h at 150 C

Thickness, % 1.0 mm 1.5 mm 2.0 mm 3.0 mm
in ASTM 0il No.1 20 - 40 15 - 35 10 - 30 5 - 20
in ASTM 0Oil No.3 70 - 95 50 - 85 30 - 75 20 - 50

3.5.3 After 24 h at 150 C
Thickness, % 1.0 mm 1.5 mm 2.0 mm 3.0 mm

in ASTM 0il No.l 20 - 50 20 - 40 18 - 35 15 - 30
in ASTM 0il No.3 70 - 100 60 - 95 50 - 90 40 - 85

3.6 RESISTANCE TO LIQUIDS

After immersion in liquids according to point:1.5 the test specimens
shall show no signs of disintegration.

3.7 COMPRESSION SET, max 10 $
(ASTM D 395, Procedure A, 22 h at 70 C)

3.8 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be eguivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
criginally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification are
to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to
the materials addressed by this document. The restrictions are
defined in Engineering Materials Specification WSS-M99P9999-A1.
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