- ENGINEERING MATERIAL SPECIFICATION

Material Name

Specirication Number

VULCANISED FIERE

S-M8G4520-A
1. SCOPE

The material defined by this specification is
material made from cellulose fibre.

2. APPLICATION

The material is generally used for such

3. REQUIREMENTS

Note: A1) test values indicated here

conditioned
in a controlled atmosphere at 20 +/- 2

tive humidity
ed condition.

3.1 DIMENSIONS

As specified on the

3.2 THICKNESS
(ASTM D 1170, Type 3)¥

As specified

1.30 - 1.35

850 kp/cm2
550 kp/cm2

»0f 38 +/- 1 C and a relative humidity of 98 +/- 2 %.

800 kp/cm2
500 kp/cm2
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3.6 COMPRESSIBILITY 20 - 30 %
(ASTM F 36, Method G)
3.7 RECOVERY, min 40 %
(ASTM F 36, Method G)
3.8 PROPERTIES AFTER IMMERSION IN LIQUIDS, %, max
(ASTM D 1170, Type 3)
Immersion for 22 h at 20 +/- 2 C
ASTM ASTM Distilled
Fuel B 0il No. 1 Water
3.8.1 Change of Thickness 5 5 40
Change of Weight 5 5 €5
3.9 CONTACT AND MIGRATION STAINING
(FLTM EU-BP 53-1)
Contact stairing only: no migration staining allowed.
3.10 RESISTANCE TO CONTACT CORROSION
No damage to painted surfaces; no corrosion on zinc plated or
chromium plated surfaces.
Test Method: Place a specimen of vulcanised fibre on painted panel
{prepared in accordance with FLTM BP 53-1) and on top a specimen of
zinc or chromium plated material. Load assembly prepared as described
above with 150 p/cm2 and subject four times teo the following cycle.
16 h at 38 +/- 1 C and 98 +/- 2 % relative humidity
8 h in the Fluorescent Sunlamp Cabinet (see FLTM EU-BP 53-1)
3.11 SUPPLIER'S RESPONSIBILITY
All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.
Prior to meking any change in the properties, composition,
construction, coler, processing or labeling of the material
eriginally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification are
to be submitted with the request.
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