ENGINEERING MATERIAL SPECIFICATION

Materlal Name Specirfication Number
DECORATIVE PLASTIC MOULDING S-M99D4560-A

DECORATIVE PLASTIC MOULDING DELTA S-M99D4560-B INACTIVE
1. SCOPE

The material defined by this specification is a metallized polyester film
vinyl laminate bonded to a transparent extruded vinyl base.

2. APPLICATICN

These moulding are generally used for heat bonded trim assemblies, such as
door and quarter trim panels and/or as specified on Engineering drawing.

3. REQUIREMENTS
Note: All test values indicated herein are based on materials conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative humidity
for minimum 24 hours prior to testing and tested under the same conditions.

3.1 EXTRUDED VINYL BASE REQUIREMENTS

Tests shall be performed on extruded strip 30 mm wide and 2 to 3

mm thick.

3.1.1 Specific Gravity . 1.24 +/- 0.02
(ASTM D 792)

3.1.2 Shore Hardness "A" 87 +/- 5

(ASTM D 2240, after 15 s dwell)

3.1.3 Tensile Strength, min 17.6 MPa
(ASTM D 412, Die C)

3.1.4 Elongation, min 300 %
{ASTM D 412, Die C)

3.1.5 Cold Flexibility No cracking
(FLTM EU-BN 2-1, at - 30 +/- 1 C;
specimen dimensions: 30 x 200 mm;
diameter of mandrel 10 times the
thickness of the material)

Date Release No. Released
1994 12 13 Revised and Retyped, was 11 pages
1981 06 12 |B/453222TP Flammability clause 3.3.13.1. revised
1970 05 13 [EC/16032/HC Initial Release
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3.2 POLYESTER FILM, VINYL LAMINATE REQUIREMENTS
3.2.1 Construction
Top Film Aluminum metallized polyester film
Backing Soft PVC sheeting

3.2.2 Dimensions

Width As specified on Engineering
drawing
Total Thickness 0.175 mm +/- 15 %
Thickness Polyester 0.011 mm
Film, min
Thickness PVC Film, min 0.137 mm
3.2.3 Tensile Strength, min 24.5 MPa

{Distance between clamps 100 mm,
test speed: 300 mm/minute)

3.2.4 Cold Flexibility No cracking
(FLTM EU-BN 2-1, at - 30 +/- 1 C;
specimen length: 200 mm; diameter of
mandrel 10 times the thickness of the
material; bend specimen with polyester
film away from mandrel)

3.2.5 Adhesion Between Polyester Film and PVC Film
(FLTM EU-BN 51-5, Methed A, clause 1 and 2)

The polyester film shall not separate from the PVC film
before or after ageing without tearing.

3.3 LAMINATED ASSEMBLY REQUIREMENTS

3.3.1 Appearance
(FLTM EU-BI S-1)

The color, pattern and finish shall match the master sample
approved by Styling.

3.3.2 Dimensions As specified on Engineering drawing
3.3.3 Metallized Area As specified on Engineering drawing
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