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1.

3.1

3.2
3.3

SCOPE: The garments under this standard are made of a spun bonded olefin
(Tyvek) . Material is to be nonstatic and nonlinting.

APPLICATION: These garments, in the form of coveralls, pants, shirts,
head covers and shoe covers are tc be worn by paint spray persons and
tack-off personnel in enamei paint spray booths.

REQUIREMENTS: Material used in the construction of these garments shall
be breathable Tyvek Type No. 1622.

This material is to be resistant to mildew, odorless, nontoxic, rash-fres
and. safe for the intended use. |t shall not be affected by paints and
thinners in use in the paint booths. The garments shall be comfortable,
opaque, and resistant to paint bleed, and the materials shali have good
abrasion resistance.

MATER!AL COMPOSITION AND CONSTRUCTION:, The material shall be

nonlinting spunbonded olefin except for metallic components, such as

buttons and zippers.

Tyvek No. 1622

a. Basic Weight 1.15 o. per sq. -yd. (33 g.)
b. Thickness (mils) 6 mils (0.006 in.)
€. Breaking Strength

l Machine Direction (MD) 6.0 Ibs./in. MD (2722 g.) min

Cross Direction (XD) 8.0 Ibs./in. XD (3629 g.) min

d. Tongue Tear 1.5 1bs. MD (680 g.) min

l 1.7 tbs. X0 (771 g.) min,
e. AMIT Flex, Cycles Greater than 100,000
f. Ffrasier Poresity More than 1 ft.3/ft.2/min.

COLOR: White (high opacity), unless otherwise specified.
STATIC PROTECTION (NFPA 56A STATIC PROTECTION TEST) :

At indicated 70 F (39 C), 50% R.H.

a. RESISTIVITY:

Log R*
Charge Decay
Face Back Seconds to Discharge
MD XD MD XD MD XD
Tyvek
1622 8. 8.6 8.7 8.5 Less than .1 Less than .]

*Log R greater than 11.0 = Failure
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b. FLAMMABILITY - CLASS 1, LOW FLAMMABILITY:
(NFPA 702, b5 Degree Edge ignitien Flammability Test)

lgnition Self-Extinguishing 2% Consumed Class

Tyvek
1622 MD 1.1 sec. L,L sec. 4 |.B.E.*
1622 XD 1.1 sec. 4.8 sec. 3 {.B.E.%

*ignited but extinguished (l.B.E.)

c. FINISH: No finish of any kind shall be applied to the material
that would reduce anti-static properties or increase linting.

d. GARMENT CONSTRUCTION: All seams shall be double needle lock
stitched to firmly envelope raw edges. Synthetie eontinuous
filament thread shall be used throughout. Size of garment shall
be labeied. .

e. COVERALLS: Coveralls shall be full cut, with fly front,
synthetic tape z2ipper or Scovill snap fasteners to crotch.
Garment shall be finished clean inside and out. Only raglan
sieeves to be used.

3.4 : SIZING:
3.h4.1 Coveralls:
. XXX XXXX
X-Sm Sm Med Lg X-Lg XX-Lg -Lg -Lg
(in.) (in.) (in.) (in.) {in.) {(in.) (in.) (in.)
Chest 42 46  49-1/2 55 57 59 74 74
Waist 42 46 L9-1/2 55 57 59 74 74
inseam 27 28 28 30 32-1/2 33 34 34
Sieeve 31 33 35 35 36 37-1/4 4o 45
Length 59-1/2 62 63 65-1/2 69-1/2 70-1/4 T 76
3.hk.2 SHIRTS: Shall be full cut with same closure systems as
coveralls. Only set-in sieeves to be used.
X=-Small Small Medium Large X-Large
(in.) {in.) (in.) (in.) {in.)
Chest 4o 49 53 56
Sleeve 31 32-1/2 33-1/2 34 35
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