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1. SCOPE: This standard describes the minimum requirements for all

protective rain clothing to be used when an employe may be exposed to
open flame, molten metal or other sources of extreme heat.

2. APPLICATION: This clothing shall adequately protect employes from :hé
elements and shall be nonburning and acid resistant.

3. GENERAL DESCRIPTION: All garments shall be waterproof with flexible
nonconductive buttons attached to front of garment. Button attachment
must be stronger than garment base material and attached to garment in
manner that will last for life of garment. All seams to be stitched with
nylon thread and/or seam welded, including buttonholes. All seams to be
waterproof for life of garmenc. ’

3.1 RAINCOATS: Raincoats shall be single back construction with set-in
sleeves, stand-up waterproof corduroy collar, inside storm fly

front, two side patch pockets with flaps, and nonconductive arm
vents.

3.2 RAINPANTS: Pants shall be full cut bib style with heavy-duty
elastic suspenders, nonconductive buttons at top of bib, and

suitable gusset in crotch. Pants shall have a safety fly.with
nonconductive flexible buttons.

3.3 RAIN JACKETS: Jackets to be single back construction with set-in

sleeves, stand-up waterproof collar, inside storm fly front with
flexible nonconductive buttons.

4. MATERTAI. REQUIREMENTS:

4.1 GENERAL REQUIREMENTS: Material to be waterproof, nomburning, acid,
abrasion, tear and grease resistant.

4.2 WATER RESISTANCE: Waterproof.

4.3 PROPAGATION TEAR RESISTANCE (ASTM-D-1938): 4 pounds (1814 g)
minimum in both directions.

4.4 WEIGHT: 10 ounces (283 g) per square yard - minimum.

4.5 FLAME RESISTANCE (ASTM D-568): Nonburning.

4.6 ACID RESISTANCE: The material shall show no deleterious effects

after being immersed for one hour at room temperature in separate
solutions of 50%-Hcl and 50%-H2504,
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GASOLINE AND OIL RESISTANCE: The material shall show no deleterious
effects after being immersed for 48 hours at room temperature in the
following solutions: Gasoline and oil mix (50/50), ASTM-No.l 0il,
and ASTM-No.3 0il.

HEAT RESISTANCE: The material shall show no signs of ‘deleterious
effects, such as cracking, crazing, or noticeable shrinkage after
aging 2 hours at 212 +/- 5 F (100 +/- 5 C).

COLD RESISTANCE: The material shall show no signs of cracking or
crazing when folded 180 degrees after one hour at -40 +/- 2 F (-40
+/- 2 C). (Note: Test to be performed in cold box.)

ABRASION AND WEAR. RESISTANCE (FORD LABORATORY TEST METHOD BN8-2):
After wear and abrasion test, the material's wear pattern and color
shall be compatible in appearance with the unbraided area of the
test specimen (250 cycles, 500 g 1d. CS No.l0 Wheels).

COLOR: Safety Yellow.

GARMENT MARKINGS: All markings shall have blue letters on yellow
background and be imprinted on garment in manner which will prevent
discoloration, fading, and smearing, after laundering, for life of
garment. Standard "FORD" oval emblem, 7-3/4 inches (197mm) x 3-3/4

inches (95mm) shall be centered between shoulders. Top of emblem to be
located 6 inches (152mm) from top of collar when folded. Plant or 4
division identifying lettering (2 inches (5lmm) high block letters) shall
be located 1 inch (25mm) below the "FORD" emblem.

SIZES:

COATS: Standard
Number Sizes Minimum Length

inches (1118mm)
inches (1118mm)
inches (11l1l8mm)
inches (1118mm)
inches (1118mm)

SB3-13-8§ 36 - 38
SB3-13-M 40 - 42
SB3-13-L 44 - 46
SB3-13-XL 48 - 50
SB3-13-XXL 52 - 5S4

FEEEE

PANTS : Standard Sizes
Number (Waist) Minimum Length

SB3-14-S 40 inches ' 29 4inches (737mm)
SB3-14-M 42 inches 29 inches (737mm)
SB3-14-L 46 inches 30 inches (762mm)
SB3-14-XL 48 inches 30 inches (762mm)
SB3-14-XX1, 50 inches 31 inches (787mm)
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