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1. SCOPE: This standard describes the minimum requirements for flame
retardant coveralls.

2. APPLICATION: The coveralls shall be used when an empioye may be exposed
to open flame, molten metal, or other sources of extreme heat that might
ignite regular coveralls. The coveralls are not intended to replace
protective clothing for protection against molten metal splash, excessive
heat, etc., in the same manner as flame retardant wool, aluminized wool
or aluminized asbestos clothing.

3. DESCRIPTION: Two patch chest pockets to be finished 5-3/4 inches (1L46mm)
: to 6 inches (152mm) deep by 5 inches (127mm) to 5-1/4 inches (133mm)
wide. The one pocket (left chest) shall have a pencil holder. Two patch
hip pockets to be finished 8-1/2 inches (216mm) by 8 inches (203mm) wide.
Two inside or swing stitch-turn-restiteh pockets to be finished 11-1/2
inches (292mm) deep by 6 inches (152mm) wide. Opening for inside or
swing pockets to be 6 inches (152mm) to 7 inches (178mm) long. Opening
on side for access to trouser pockets to be 5-1/2 inches (140mm) to 6
inches (152mm) long. Measurements for size 46 to be: Chest, 54 inches
(1372mm) ; Collar, 17 inches (b32mm) ; Sieeve (inseam), 20-3/L jnches
(527mm) ; Sieeve (outseam) 34-3/4 inches (883mm) ; Trunk Length, 76-3/4
inches (1947mm); Leg (inseam), 32-1/2 inches (826mm) ; Waist (snapped), 46
inches (1168mm); Seat, 54 inches (1372mm): Thigh, 34 inches (864mm);
Knee, 25-1/2 inches (648mm); and Leg Bottem, 21-1/4 inches (SLémm) .
Measurements for all other sized coveralls shall be proportioned to the
3bove. Measurements listed are typical and may vary siightly with

various manufacturers. All garments shall have long sleeves. Garments
shall be green.

L.  REQUIREMENTS:

L. S1ZE RANGE:
Small 38)
Medium - . 42)
Large 46) Standard Number
X Large 50)
XX Large 5k) SB3~16 - Size

XXX Large 58)
XXXX Large 62)

k.2 MATERIAL REQUIREMENTS:

a. 1003 cotton sateen finished from 51-1/2 inches (1308mm) (- 80 «x
k8 - thread size - 1.35 yard or heavier. This is an 80 x L8
sateen in 8.25 oz. (234 g.) to 8.50 oz. (241 g.) square yard if
preshrunk only and not sized. Finished FR weight to be 9.0 oz.

(255 g.) to 9.5 oz. (269 g.).
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b. 100% cotton twill in 108 x 56 count type & twill. This is a 108
x 56 count type 4 twill in 8.5 oz (241 g.) square yard if
preshrunk only and not sized.

c. Snap fasteners shall be designed to last the life of the garment
and shall be stainless steel. All are to be done with No. 30
(heavy) cotton thread.

4.3 FINISH: Either THPOH-NH3 or "Ammonia Cure" flame retardant finish
shall be used. Treated material shall not cause skin irritation or
be toxic to the wearer.

boh FLAME RESISTANT - FLAME RETARDANT (FEDERAL TEST METHOD: 191:5903) :
NOTE: Coverall material shall be treated with life of garment flame
resistance process. Treated material shall not cause skin
irritation or be toxic to the weafer. Material after the flame
retardant treatment shall not become stiff or rough. Flame"
retardant treatment must be durable and last the normal life of the
garment and shall not lose effectiveness after 25 industrial wash
cycles. Coveralls must be machine washed and tumbie dryed. Use no
chiorine bieach.

4.5 CONSTRUCTION: Concealed fly front shall have six snap fasteners,
One exposed fastener shall be at the lapel collar. Coveralls to
have two patch chest pocket, two patch hip pockets, twe inside or
swing with side openings for access to trouser pockets. double
turned bottom hem. All hems to be rolled and singie chain stitched.
All seams to be double needle felled and either double lock or
tripie chain stitched. Bar tack ail strain points. Blouse to be
joined to trouser parts with four needle, 401 stiteh, 1=-1/2 inch

! outer needle guage, 1 inch inner needle guage, which is to be

: covered on outside with garment material band 1-7/8 inches (L8mm)

' wide edges turned and joined with four rows of stitching 1-3/4 inch
finished. Sleeve cuffs constructed cut on and finished with singie
needie 301 stitch, fake stitch construction. Concealed gripper

; closure. Cuff vent opening is 3-1/2 inch by &-inch from bottom of

} : cuff to bartack. Collar to be lapel type, set and finished with

! single needle 301 stitech, 1/8 inch seam margin.

L.6 SHRINKAGE: American National Standard test method ASTM D272L~-79
shall be used.

5.  MANUFACTURER'S IDENTIFICATION: Each garment shall have a manufacturer's
identification label located inside the back below the collar showing
Ford Standard number, garment number, date of manufacture, and the words
"Flame Retardant". This label shall be 1-1/8 inches (29mm) x 3-3/L
inches (95mm) color orange with permanent black ink printed lettering and
shall not discolor when laundered for life of garment. The flame
retardant lettering shall be not less than 1/4 inch (émm) in size. The.
garment size lettering shall be not less than 3/16 inch (5mm) in size.
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