ENGINEERING MATERIAL SPECIFICATION

Material Mame File Control No. Specification Number
POLYURETHANE ELASTOMER, EXPANDED SMT5002DG2230 SD-M2D9630-A
1. SCOPE

The material defined by this specification is an d PU-elastomer
with incorporated microcellular rubber particles.

a surface coating on one side.

2. APPLICATION ’

This specification was released originallyfoxr< oor
insulation in commercial vehicles and/o¥ i ring
Drawing.

3. REQUIREMENTS
The material shall be condicioned for

50 +/- S5 % relative humidity prior to
conditions.

»+/- 2 C and
der the same

3.1 COLOUR

black
or as specified on Eng

3.2 DIMENSIONS

3.3 SURFACE COATI

as specified

0,55 to 0,80
50 %
th, min N/cm2 4,0
Die A) -
:Elongation at Break, min 60 ¢
istance, min N/cm . 25
D 624, Die C)
Date se No. Release/Revision
1989 02 28 |B/0315217TC Retyped minor changes, was 4 sheets
1973 01 26 {VPN5360VL Release oncto SM file
1982 02 12 |[SM/ER1258TC Released
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3.5 - CHANGE OF ORIGINAL PROPERTIES AFTER HEAT AGEING
(ASTM D 573, 168 h at 70 +/- 1 C)

3.5.1 Tensile Strength, max -15 %
3.5.1.1 Elongation at Break, max -20 %
3.6  FLAMMABILITY

3.6.1 S$-M2D9630-A, max Burn rate 250 mm/minute
(IS03795)

3.7 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.8 SUPPLIERS RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, colour, processing or labelling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS-M99P9999-Al,
unless a different suffix (e.g. A2 or A3) is specified on the
engineering document for the application.

4. APPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the

responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon

request, the Supplier shall submit to the affected Materials Engineering
activity ics own laboratory report to the specificaticn (test results,
not nominal values), the material designation and code number, and test
specimens for Ford evaluation. Upon approval, the material will be added
to the Engineering Material Approved Source List.
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