ENGINEERING MATERIAL SPECIFICATION

Material Name Specificaticn Number

ADHESIVE, SYNTHETIC RUBBER BASED, SOLVENT RELEASE, SD-M2G9508-A
HEAT RESISTANT

1. SCOPE

The material defined by this specification is a
solvent release, heat resistant adhesive. This i
well as a brushable adhesive. 2

rubk_)er based,
a sprayable as
2. ) APPLICATION
The material is used for bonding roof in : Sy
wheel arch cover to primed or enameled p&: cations
as specified on Engineering Drawing.
3. REQUIREMENTS
3.1 COLOR 2 specified on
3.2 SOLIDS, min

(FLTM EU-BV 50-10)

3.3 ASH, max
(FLTM EU-BV 50-10)

3.4 VISCOSITY at 2

0.15 - 6.0 Ns/m2

8.0 Ns/m2

of a specific viscosity of material for
ts shall be made by affected Manufacturing
1 cases, however, the viscosity shall be
specified above and shall meet all
of this specification (Control Sample Laboratory
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ENGINEERING MATERIAL SPECIFICATION

SD-M2G9508-A
3.5 DENSITY at 20 C 0.90 +/- 0.05 g/cm3
(ASTM D 1475)
3.6 COLD FLEXIBILITY No flaking
(FLTM EU-BU 52-4, except condition at
- 30 +/-1C¢C)
3.7 AGEING No chipping or poor adhsion
(FLTM EU-BU 52-5)
3.8 PEEL ADHESION AT ELEVATED TEMPERATURES
(FLTM EU-BU 51-1, Method B2, canvas
fabric, double coat, film thickness each
0.2 - 0.25 mm wet, open time 3 minutes)
No peel-off length up to 80 C.
3.9 SHEAR STRENGTH, min
{FLTM EU-BU 51-1, Method A, Fig.3, canvas
fabric, double coat, film thickness each
0.2 - 0.25 mm wet, open time 3 minutes)
a) 10 minutes after bonding 1.6 N/cm2
b) 2 h after bonding 20 N/cm2
c) 24 h after bonding 40 N/cm2
d) 2 h after completion 40 N/cm2

of heat ageing:
3.10 QUALITY

The material shall be a smooth, homogeneous mixture free from foreign
materials and properties detrimental to normal production use.

3.11 TOXICITY AND ODOR

The material shall be non-toxic and shall not cause skin rash or
irritation to exposed handlers in normal production operations.

The solvents benzene and chlorinated hydrocarbons are considered
toxic and their use is prohibited in compounding material to this
specification.

It shall be free from objectionable odors both as received and after

storage.
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