ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

PVC, FOAM TAPE, CLOSED CELL, PRESSURE SENSITIVE SD-M3G9505-A

1. SCOPE

The material defined by this specification is a soft, closed cell PVC foam
tape with one side adhesive coated and the other protected by a coated
release paper.

Note: This product is manufactured so that as the tape is unrolled, the
adhesive surface is exposed. While rolled, the top surface of the release
paper serves as a liner to protect the adhesive and prevent sticking. The
release paper remains on the adhesive free surface of the foam tape and is
not removed until after installation, except when supplied in cut length
in which case the release paper is on the adhesive side.

2. APPLICATION

This material is used as a filler between exterior moldings and painted
metal and for sealing windshield rubber weatherstrips against water leaks
and/or for similar applications as specified on Engineering Drawing.

3. REQUIREMENTS

3.1 COLOR

Black, or as specified on Engineering Drawing.
3.2 DIMENSIONS

As specified on Engineering Drawing.

3.3 DENSITY 110 +/- 15 kg/m3
(ASTM D 1677 except use strips of tape
as received with adhesive)

3.4 TENSILE STRENGTH, min 10 N/25 mm width
3.4.1 Elongation, min 100 8

Test Method: 200 mm strips of tape as received with release
paper removed, shall be pulled in the lengthwise direction in
a tensile testing machine.

Initial jaw separation 100 mm
Operating speed 300 mm/minute
Date Release No. Released
1994 11 30 Revised and Retyped, was 12 pages
1981 07 14 {B/453223 TP Sheet renumbered
1973 12 27 [ES/ET0611 TP Released
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3.5 COLD FLEXIBILITY

No cracking

Test Method: Condition 200 mm samples of  tape as received for
4 hours at - 30 C and bend 180 degrees around a & mm mandrel

conditioned at - 30 C.

3.6 HARDNESS (SHORE "00") : 10 +/- 5
{ASTM D 2240, ply adhesive to adhesive for
12.5 mm minimum thickness and use instantaneous
readings)
3.7 COMPRESSTION DEFLECTION
3.7.1 Instantaneous, max 1.5 N/em2
3.7.2 After 60 seconds 0.30 - 0.90 N/cm2
Test Method: ASTM D 1667, except tape as received is cut
| 20 x 40 mm and plied to 12.5 mm minimum height, adhesive to
\ adhesive. Compress at a rate of 50 mm/minute. Record both
‘ instantaneous load and load 60 seconds after compressed
‘ height is reached.
3.8 COMPRESSION SET, max 90 &
; (ASTM D 1667, except at 70 +/- 2 C for 22 h.
Ply tape adhesive to adhesive for 12.5 mm
minimum thickness and measure recovered height
30 minutes after clamps are removed)
3.9 WATER SEAL
No leaks after one hour under a 50 mm static head of water.
A. After 30 minutes at room temperature at 30 % compression;
B. After 30 minutes at 120 +/- 2 C at 50 % compression.
Test Method:
1) Cut two 300 - 350 mm samples of tape and remove the release
paper. Carefully position the tape without wrinkling in a “U"
configuration of 155 - 165 mm inside diameter on a 300 x 300 mm
clean flat glass plate with the tape adhesive surface towards the
glass surface.
2) Place an identical 300 x 300 mm glass plate on the top surface of
the "U" configuration of tape. Compress to appropriate thickness
(30 % and 50 % compressions) using spacers and carefully clamp in
these positions in order to maintain a uniform pressure on the
\ full area of the "U".
|
|
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