ENGINEERING MATERIAL SPECIFICATION

Material Name

PRIMER, AIR DRYING

1. SCOPE

Speciiication Number

SD-M6J9554-A

The material defined by this specification is a quick air drying primer,
suitable for spray application.

2. APPLICATION

The material is generally used for painting thick steel parts or assemblies

for trucks.
3. REQUIREMENTS

3.1 Composition

3.1.1 Vehicle

The vehicle shall be synthetic resin suitably modified to
obtain the desired resistance properties.

3.1.2 Toxicity

The material shall not contain toxic components e.g. lead, or
lead compounds, benzene, chlorinated hydrocarbons etc., in
excess of that permitted by the safety regulations currently
prevailing in the country or plant where the material shall
The use of cadmium is prohibited.

be used.

3.2 PHYSICAL PROPERTIES

3.2.1 Non-Volatile
(FLTM EU-BI 2-1)

According to initial sample report +/- 2.

3.2.2 Package Viscosity
(FLTM EU-BI 11-1)

3.2.3 Density

(FLTM EU-BI 2-2)

33 +/- 3 seconds FC 4/25 C

According to initial sample report +/- 0.05.
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3.2.4 Flash Point

The flash point shall conform to the safety regulations
applicable to the plant and/or country where the material
shall be used.

3.2.5 Hiding Power Wet
(FLTM EU-BI 1-1)

Maximum black and white cryptometer readings: 10
Test Conditions

Viscosity 21 +/- 1 second FC 4/25 C
Wedge Constant 0.007

3.2.6  Shelf sStability
During the storage of 3 months at room temperature, the
material as received shall not gel or liver upon staining and
must be free from settling, which cannot be dispersed by
normal agitation. The viscosity of the material shall not

increase in excess of 10 seconds when tested according to
FLTM EU-BI 2-3.

3.2.7 Compatibility

The material shall be reducible with thinners, which are
essentially aromatic hydrocarbons and aliphatic alcochols,

3.3 PREPARATION OF TEST PANELS
(FLTM EU-BI 3-2, Method E)

Substrate

Body steel according to DIN Standard 1623, Type RRSt 14-05 or
according to CRI (E) BS 1449, Part 1 B, 1962. Surface finish 45 - 65
CLA {microinches).

Metal pretreatment Degrease

Test viscosity 21 +/- 1 seconds at FC 4/25 C

3.4 AGEING

Panels shall be aged 16 hours at 45 C or 72 hours at room temperature
prior to testing.
3.5 APPEARANCE
3.5.1 Color Grey or as specified on
{FLTM EU-BI 9-1) Engineering drawing
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