@ ENGINEERING MATERTAL SPECIFICATTION

Material Name

Speciiilcation Number

CLEAR TOPCOAT, EXTERIOR QUALITY SK-M1J9554-a

1. SCOPE

The material defined by this specification is a clear two component

topcoat.

2. APPLICATION

In conjunction with hardener SK-M99J9608-A the material is used as clear
topcoat on metallic base coat according to SK-M1J9553-A.

3. REQUIREMENTS

3.1 COMPOSITION

3.1.1

3.1.4

3.1.5

Vehicle

Essentially synthetic resim.

Toxicity

The use of cadmium is prohibited. Contents of toxic
components, e.g. benzene, chlorinated hydrocarbons, 1lead
compounds, etc. shall conform to the safety regulations
currently prevailing in the workshop where the material shall
be used.

Mixing Ratio

Including recommended thinner and spray viscosity as
specified by vendor.

Reaction Time Prior to Application
As specified by vendor.
Pot Life (ready to spray)

Approximately 6 hours at 20 C.

3.2 PHYSICAL PROPERTIES

3.2.1 Non Volatile
(FLTM EU-BI 2-1)
According to initial sample report +/- 1.
Date Action Changes
1982 06 24 | Revised Revised para 3.1.2 B/656705 TP
1981 06 12} Revised Revised para 2 B/453 222 TP
1973 06 2% | Released B/PX 9960
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3.2.2 Package Viscosity
(FLTM EU-BI 11-1)

75 +/- 10 s FC 4/25 C

3.2.3 Flash Point

The flash point shall conform to the safety regulations
applicable to the workshop where the material shall be used.

3.2.4 Shelf Stability

During a storage of 6 months at room temperature, the
material as received shall not gel or liver upon standing.
The viscosity of the material shall not increase in excess of
10 s when tested according to FLTM EU-BI 2-3.

3.3 OTHER REQUIREMENTS
See SK-M1J9553-A.
3.4 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted, and shall be suitable for the intended
application.

Suppliers shall obtain approval from the Material Development
Laboratory of Product Engineering prior to making any change in
composition and/or construction of the material as originally
approved under this specification.

4. APPROVAL OF NEW SUPPLIERS
Material is submitted by new suppliers to this specification must be
approved by the affected Product Engineering Offices. They shall meet
functional tests of Component Engineering as well as all requirements
defined in this specification.
Materials which are submitted to the Material Development Laboratory of
Product Engineering for evaluation shall be accompanied by a detailed
supplier's laboratory test report, and pertinent test samples shall be
submitted by the supplier.
A new supplier is defined as one who has never before supplied Ford with
this specific material or a similar material.
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