ENGINEERING MATERIAL SPECIFICATION

Material Name File Control No.

Specification Number

PRESSED WOOD FIBRE BOARD, TEMPERED SMTS002EE2925 SK-M2E9500-a INACTIVE
SMT5002EE2926 DELTA SK-M2E9500-B

1. SCOPE

- The material defined by this specification is

tempered wood
fibre-board, without any special surface treatmep

2. APPLICATION

This specification was released origi
coverings in interior applications in mot
Engineering Drawings.

3. REQUIREMENTS

The material shall be conditicned for< i : 23 +/- 2 C

and 50 +/- 5% relative humidity prior togEs: der the same
conditions.

3.1 DIMENSIONS
As specified on the Eng

3.2 THICKNESS mm ; 6 +/- 0,5
(FLTM EU-BS 50-2) ‘

3.3 WEIGHT g/m2, : S 800
(FLTM EU-BS 5
3.4  MOISTURE GONTENT(RELAri ' 2,5 - 6%
(FLTM EU <
3.5 WATER ABSORPTIOI 10 &
(FLT¥%, EU-BS S1-1)
10 &
3% -
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3.8 DIMENSIONAL STABILITY, max
(FLTM EU-BS 3-1, Method B)

Expansion: 0,15 %
Shrinkage: 0,05 ¢

3.9 BENDING STRENGTH N/cm?2
(FLTM EU-BS 5-1)

Dry: 4 500
Wet: 3 500
Note: When evaluating the Wet Transverse Strength, the thickness

of the test specimen must be measured and recorded before
the water immersion.

3.10 FLAMMABILITY

3.10.1. SK-M2E9500-A max Burn rate No requirement
(1S03795)
DELTA 3.10.2 DELTA SK-M2E9500-B, max Burn rate 100 mm/minute

(FLTM EU-BN 24-2)

In order to comply with Federal Motor Vehicle Safety
Standard No. 302, the materials, portions of components and
composites shall not burn or transmit a flame across their
surface, at a rate of more than 100mm/minute. To
demonstrate compliance, the sample size and method of
testing shall be in accordance with FLTM EU-BN 24-2.

3.11 PERFORMANCE ENVIRONMENTAL AGEING REQUIREMENT

All marterials, portions of components and composites defined by
this specification that have not been treated modified or
reformulated and exceed a maximum burn rate of 75mm /minute as
specified by the Flammability Lot Sampling Plan of FLTM EU-BN 24-2,
must be evaluated for permanency of the material's flame retardant
properties per SKM-99P9500-A, Table 1 according to the accelerated
environmental ageing requirements applicable to the basic material
category of this particular specification.

Any material, portions of components or composites defined by this
specification that have been treated, modified or reformulated to
conform to Flammability Lot Sampling Plan of FLTM EU-BN 24-2,
regardless of maximum burn rate, must be evaluated for both
permanency of material's flame retardant properties and changes in
mechanical, chemical and physical properties per SKM-99P 9500-A,
Table 1 applicable to the basic material category of this
particular specification.
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