. @ ENGINEERING MATERTAL SPECIFICATION

Material Name File Control No.

EXPANDED VINYL COATED KNITTED POLYZSTER

SMTS002FES

The material defined by this specificatio
knitted polyester fabric.

"2.  APPLICATION

This specification was relesased
detachable protective covers for f£o
and/or as specified on Engineering 4

3.  REQUIREMENTS

., In addition to the requireme
f the requirsments of the Gefigrad

3.1 WEIGHT g/m2, min
(FLTM £U-BY 6-1)

Vinyl Coating
Vinyl Foam

#thods 27 - 39)

100
85

tast speead 300 mn/minute)

300
300

Finished Materizl, 10 cm 16 Tex, min

Specification Number

SK-M2F9601-a

cking fabric shall be dome on the

100 s Polyester

Date Release No. Release/Revision

11982 0SS0z 3/031523TC Retyped minor changes

1982 10 19 SM/ER28L7TC Released

WP 3948-a
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@ ENGINZERING MATERTAL SPECIFICATION

SK-M2F¥9601-4

3.4 TEAR STRENGTH N, min
(FLTM EU-BN 50-2)

Wales
Courses

3.5 ADHESION OF COATING TO BACKING FABRIC, N/50 mm, min

(FLIM EU-BN 51-5, Method A)

Wales
Courses

3.6  SEAM STRENGTH N, min
(FLTM EU-BN 19-1)

Wales
Courses

3.7 STREICH & SET, max

(FLIM EU-BN 4-1) Stretch
Wales 15 - 40 &
Courses 50 - 120

3.8  STIFFNESS
(ASTM D 747, diresct reading at 60 degress)

Span 10 mm or 0,5 inch
Load 150 cug or 0,1 inch 1bs

Specimens to be tested with invyl side dowm

Vales
Courses

3.9 SKRINKAGE, max
(FLTM EU-BN 5-1)

Wales
Courses

3.10 FLAMMABILITY

3.10.1 5-M2F9601-4, max Burn rate
(I503795)

3.10.2 S-M2F9601-3, max Burn rate
(FLIM EU-BN 24-2)

In order to comply with Federal

20
20

30
30

270

250

Set

5,0 5

2,5%
/- 2,0 %

250 mm/minute

100 mm/minute

Hotor Vehicle Safecy

Standard No. 302, rhe macerials, portions of components and
composites shall not burn or transmit a flame across their
surface, at a rate of more than 100mm/minuce., To
demonstrate compliance, cthe sample size and method of
testing shall be in accordance with FLTX EU-BN 24-2.

WP 3948-b

BN 9009160 0038358 343 M
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