(-, . @ ENGINEERING MATERIAL SPECIFICATION

MaTerial Name

HEADLINING FOR CONVERTIBLE TOP

1. SCOPE

The material defined by this specification
fabric.

2. RAPPLICATION

This specification was released origina
headlining for folding roof assemblies

3. . REQUIREMENTS
Note: 1In addition to the requi:ements

; meet the requirements of the Ge
) Coated Fabrics SK~-MBP9503-3,

3.1 WEIGHT, min
(FLTM EU-B8N 6-1)

SpecLIlcation NuRDer

SK-M2F9602~a

material must
tion for Vinyl
Soiling.

Vinyl Coating 460 g/m2
Backing Fabric 90 g/m2
Total ’ 550 g/m2
65 %
35 %
hed Material, min
10)
C :
85
mm/minute) .
300 N
- 200 N
Date Release No. Released
1994 12 05 Revised and Retyped
1989 03 31 iB/031522TC Retyped minor changes was: 4 pages
1982 10 19 |SM/ER2847TC Released
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ZNGINEERING MATERIAL, SPECIFICATICN s
SK-M2F9602-2A
3.4 STRETCH & SET, max
(FLTM EU-BN 4-1, except that the weight
force must be 50 N}
Stretch Set
Wales 3-15 % 38
Courses 10 - 30 % 7%
3.5 TEAR STRENGTH, min
(FLTM EU-BN 50-2)
Wales 20 N ,
Courses 20 N :
3.6 STIFENESS
(FLT™M EU-BN 20-1)
Wales 2.0 - 4.0
Courses 2.0 -4¢.0
3.7 SHRINKAGE
(FLTM EU-BN 5-1)
Wales 1.2 §, max
Courses +/- 0.8 %
3.8 RESISTANCE TO WATER SPOTTING No staining
(FLIM EU-2N 1-1, Msthod B)
3.9 SOILING, max 25 %
(FLTM EU-BN 12-1})
3.10 WELDABILITY
The material must be capable of being HF-welded under normal
production conditions to the appropriate other materizls released for
production and/or to itself without any difficulties and it must not
exhibit any faults or defects after HF welding.
3.10.1 Peel Bond Strength
As specified in SK-MBP9503-A, Clause 3.25.3.
3.11 FLAMMABILITY
(IS0 3785)
Burn Rate, max 250 mm/minute
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