ENGINEERING MATERIAL SPECIFICATION

Material Name Specirication Number
ADHESIVE, HIGH FREQUENCY WELDABLE, WATER DISPERSION SK-M2G9511~-a
1. SCOPE

The material defined by this specification is a water dispersion of
plasticized polyvinyl chloride base resins.

2. APPLICATION
The material is generally roll or curtain coated on panel boards. The
material is used for adhering unsupported vinyl and padding to panel boards
by means of the -dielectric heat sealing process.

3. REQUIREMENTS
3.1 COLOR . o Any

3.2 SOLIDS, min ) 50 %
(FLTM EU-BV 50-10)

3.3 ASH, max 1.0 %
(FLTM EU-BV 50-10)

3.4 DENSITY at 20 C ’ 1.15 +/- 0.05 g/cm3
(ASTM D 1475)

3.5 pH VALUE 6 -8
(ASTM E 70)

3.6 VISCOSITY

To be agreed upon between purchaser and supplier in accordance with
production requirements. :

3.7 ORGANIC CHLORINE CONTENT, min 30 % based on solids
(FLTM EU-AU 50-2) '

3.8 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
‘thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.
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3.9 DIELECTRIC PROPERTIES

The material shall not blister, burn or char during the dielectric
heat sealing process and shall meet weldability requirements of
S-M2E4610-A/B, clause 3.12.

3.9.1 Staining No discoloration or staining of
welded area

Test Method: Sections of HF welded light colored production
assemblies shall be exposed for 96 hours in the Fluorescent
Sunlamp Cabinet (see FLTM EU-BO 15-1).

3.10 QUALITY

The material shall be a smooth homogeneous mixture free from foreign
materials and properties detrimental to normal production operations.
The material shall not settle nor separate after storage to the
extent as to cause difficulties in mixing for use.

3.11 HEALTH HAZARDS AND ODOR

The material must not contain any ingredients (matter) which, under
normal production conditions, could lead to health hazards such as
skin rash or irritation (dermatitis), irritation of the mucous
membranes, difficulties in breathing, etc. The material shall be
free from objectionable odors both as received and after storage.

3.12 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the ‘material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification are
to be submitted with the request.

% Substance restrictions imposed by law, regulations or Ford, apply to
‘ the materials addressed by this document. The restrictions are
defined in Engineering Materials Specification WSS-M99P9999-A].
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