ENGINEERING MATERIAL SPECIFICATION

Material Name Speclfication Number
ADHESIVE, HOT MELT, HEAT RESISTANT SK-M2G9523-A
1. SCOPE

The material defined by this specification is a t}
adhesive and is based on polyethylene vinyl acetga

ic, hot melt

2. APPLICATION

This material was originally released to bo
passenger compartment.

Prior to the release for a particular a

trim product must be ensured by
activity.

3. REQUIREMENTS
3.1 COLOR
3.2 SOLIDS, min
(FLTM EU-BV 50-10)

3.3 ASH, max
(FLTM EU-BV 50

3.4 DENSITY at 2
(ASTM E 12)4

0.98 +/~ 0.05 g/cm3

3.5 SOFTENIN

: 9 91 +/- 2 C
(ASTM E 28, Rin

rotational

14 500 mpPa.s +/- 10 %
11 500 mPa.s +/—~ 10 %
9 600 mPa.s +/~ 10 %
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3.7 SHEAR STRENGTH, min 30 N/cm2

Test Method:

1) Apply sufficient adhesive at the application temperature of
180 - 190 C to a 25 x 25 mm area of a 25 x 75 mm non-impregnated
canvas fabric piece, having a min tensile strength of 1 kXN/50 mm
width, at a thickness of approximately 0.8 mm.

2) Allow the specimen and applied adhesive to stand for 5 minutes at
room temperature.

3) Place the adhesive side of the canvas fabric specimen on a
polished stainless steel panel (Fig 1) and roll the overlapping
area for 10 seconds with a 2 kg roller per ASTM D 1000.

4) After 1 hour at room temperature test shear strength at a rate of
25 mm/minute.

3.8 AGED TACK

a) 30 minutes after application, min 26 N/cm2
b) 2 h after application, min 24 N/cm2
Test Method: Test specimen preparation according to 3.7, except
paragraph 2. Prepare separate specimens for the 30 minutes and

2 hours dwelling time at room temperature of the applied adhesive
prior to bonding.

3.9 PEEL ADHESION (180 C)

1) Apply sufficient adhesive at the application temperature of
180 - 190 C to cover a 25 x 100 mm area of a 25 x 250 mm non-
impregnated canvas fabric piece (having a minimum tensile
strength of 1 kN/50 mm width) to a thickness of approximately
0.8 mm (Fig. 2).

2) As per clause 3.7.
3) As per clause 3.7, (Fig. 2).

4) After 1 hour at room temperature test 180 degree peel adhesion
according to ASTM D 1000.

3.9.1 Original, min 65 N/cm
3.9.2 After Ageing No loss of adhesion

| (14 d at 70 +/- 2 C,
1 h at room temperature)
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