@ ENGINEERING MATERIAL SPECIFICATTON

Material Name . Specification Number
FELT STRIP, PRESSURE SENSITIVE SK-M3G9501-A
1. SCOPE

The material defined by this specification is a felt strip treated with a
stiffening agent, and a sensitive adhesive backing protected by release
paper.

2. APPLICATION
This material is mainly used in air vent louvres and/or as specified on
Engineering drawing.
3. REQUIREMENTS
Note: The matexial shall be conditioned for a minimum of 24 h at 20 +/-
2 C and 65 +/- 3 % relative humidity prior to test and tested under the
same conditions.
3.1 FELT
3.1.1 Color Black
3.1.2 Thickness 0.5 - 0.8 mm or as specified on
(ASTM D 461) Engineering drawing
3.1.3 Weight/m2, min 150 g based on a thickness of
(FLTM EU-BN 6-1) 0.8 mm
3.1.4 Wool Content, min . 30 %
(ASTM D 461)
3.1.5 Breaking Strength, min 150 N/50 mm based on a thickness
(ASTM D 461) of 0.8 mm
3.1.6 pH Value - 6.5 - 7.0
(ASTM D 461)
3.2 FELT WITH ADHESIVE FILM
{Finished Part)
3.2.1 Length and Width As specified on Engineering
drawing
3.2.2 Thickness, max . 0.95 mm or as specified on
(ASTM D 461) Engineering drawing
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3.2.3 Weight/m2, max 350 g based on thickness of
{({FLTM EU-BN 6-1) 0.9 mm

3.2.4 Shear Strength
(FLTM EU-BU 51-1, Method A,
Fig. 4, specimen dimensions
25 x 60 mm; test speed
300 mm/minute)

3.2.4.1 Original Value, min © 300 kN/m2
(10 minutes after bonding)

3.2.4.2 After Ageing, max
(336 h at 80 +/- 2 C, 1 h
at room temperature

- 20 % based on measured-original value.

3.2.5 Peel Strength
(FLTM EU-BN 51-1, Method B, Fig. 8,
specimen dimension 50 x 250 mm;
test speed 300 mm/minute)

‘ 3.2.5.1 Original Value, min 30 N/50 mm width
; (10 minutes after bonding)

3.2.5.2 After Ageing
(336 h at 80 +/-2C, 1 h
at room temperature)

No loss of adhesion based on the measured original
value.

3.2.6 Toxicity and Odor

The material shall be non-toxic and shall not cause skin rash
or irritation to exposed handlers under normal production
operations. It shall be free from objectionable odors both
as received and after storage.

3.2.7 Supplier's Responsibility
All materials supplied to this specification must be

equivalent in all characteristics to the material upon which
approval was originally granted.
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