ENGINEERING MATERIAI. SPECIFICATION

Materlal Name

Specification Number

EXPANDED RUBBER, PRESSURE SENSITIVE SK~-M3G9502-A
EXPANDED RUBBER, PRESSURE SENSITIVE DELTA SK-M3G9502-B
1. SCOPE

The material defined by this specification is an expanded closed cell
rubber with a pressure sensitive adhesive backing protected by release
paper.

2. APPLICATION
This material is used as an anti-rattle pad in luggage compartment such as
on T/bars and/cr as specified on Engineering Drawing.
3. REQUIREMENTS
3.1 MATERIAL
According to SAE J18a a RE 42 B with a pressure sensitive adhesive
backing.
3.2 DIMENSIONS As  specified -on 'Engineering
drawing .
3.3 ADHESION TO PAINTED STEEL
(FLTM EU-BU 51-1, Method A, Fig. 4
except specimen width 25 mm, rate of
pull 300 mm/minute)
3.3.1 Original, min : 12 N/cm2
(10 minutes after bonding)
3.3.2 After Ageing No 1loss of adhesion based on
measured original value
14 days at 70 +/- 2 C, 1 h at room temperature.
3.4 FLAMMABILITY
3.4.1  SK-M3G9502-A No requirement
Date Release No. ‘Released
1994 11 30 Revised and Retyped, was 6 pages

1974 12 20 |SM/ET 0859 TP SK-M3G9502-B added

1971 10 25 2G/PH 2539KC11l |Released
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ENGINEERING MATERIAL SPECIFICATION
SK-M3GS502-A

DELTA SK-M3G9502-B

DELTA 3.4.2 SK-M3G9502-B
Burn Rate, max 100 mm/minute

In order to comply with Federal Motor Vehicle Safety Standard
No. 302, the materials, portions of components, and
composites shall not burn or transmit a flame across their
surface, at a rate of more than 100 mm/minute. To
demonstrate compliance, the sample size.and method of testing
shall be in accordance with FLTM EU~BN 24-2.

3.5 PERFORMANCE-ENVIRONMENTAL AGEING REQUIREMENT

All materials, portions of components, and composites defined by this
} specification that have not been treated, modified or reformulated,
| and exceed a maximum burn rate of 75 mm per minute as specified by
the Flammability Lot Sampling Plan of 'FLTM EU-BN 24-2, must be
evaluated for permanency of the materials' flame retardant properties
per SK-M99P9500-A, Table 1l according to the accelerated environmental
‘ ageing requirements applicable to the basic material category of this
| particular specification.
1
\
|

Any material, portions of components, and composites defined by this
specification that have been treated, modified or reformulated to
conform to Flammability Lot Sampling Plan of FLTM EU-BN 24-2,
regardless of maximum burn rate, must be evaluated for both
permanency of materials' flame retardant properties and changes in
mechanical, chemical and physical properties per SK-M99P9500-3,
Table 1 applicable to the basic material category of this particular
specification.

3.6 HEALTH HAZARDS AND ODOR

The material must not contain any ingredients (matter) which, under
normal production conditions, could lead to health hazards such as
skin rash or irritation (dermatitis), irritation of the mucous
membranes, difficulties in breathing etc.

The material shall be free from cbjectionable odors both as received
and after storage.

3.7 SUPPLIER'S RESPONSIBILITY
All materials supplied to this specification must be equivalent in

\ all characteristics to the material wupon which approval was
i originally granted.
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