ENGINEERING MATERIAL SPECIFICATION

Material Name

ADHESIVE TAPE,
ADHESIVE TAPE,

1. SCOPE

PVC
PVC

Specification Number

SK-M3G9514-a

DELTA SK-M3G9514-B

The material defined by this specification is a vinyl pressure sensitive
adhesive tape with or without release paper backing.

2. APPLICATION

This material was originally released to eliminate a see-through condition
on front and rear doors and is applied to the return flange of trim panels.

3. REQUIREMENTS

3.1 DIMENSIONS
3.1.1 Width As specified on Engineering drawing
{sliding gauge)
3.1.2 Thickness 0.26 +/- 0.05 mm
(ASTM D 1000)
3.2 COLOR Black
3.3 MASS per m2 330 +/- 20 g
3.4 BREAKING STRENGTH, min 100 N/25 mm width
(ASTM D 1000)
3.4.1 Elongation 240 +/- 30 %
3.5 PEEL STRENGTH at 3.14 RAD
(ASTM D 1000)
3.5.1 Original, min 4.0 N/25 mm
{1 h at room temperature after bonding)
3.5.2 After Ageing, max - 10 %
(14 d at 70 4/~ 2 C, 1 h at room
temperature)
Date Release No. Released
1994 12 01 Revised and Retyped, was 8 pages
1882 07 19 [B/656706 TP Revised 3.6.1 on sheet 2
1977 01 28 |SM/EQ 8201 TP Released
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3.6 SHEAR ADHESION

Test Method: 2.5 cm2 of a 25 mm wide tape shall be bonded to a
polished stainless steel panel. The mating surfaces must be pressed
firmly together to force out trapped air and insure a good bond.
Determine shear strength at a rate of 300 mm/minute.

3.6.1 Original, min 65 N/2.5 cm2
(1 h after bonding)

.3.6.2 After Ageing, max - 10 %
{14 d at 70 +/- 2 C, 1 h at room
temperature)

‘ 3.7 SOFTENING POINT, min 55 €
(ASTM D 816, except specimens per clause 3.6)

Test Method: Maintain oven temperature at 50 C for 15 minutes and
then increase 2.5 C/5 minute until bond failure.

Test Method: Place a roll of tape around a fixture which will allow
it to revolve and test in a tensile testing machine the unwind pull
at a rate of 300 mm/minute.

3.8 UNWIND PULL, max 18 N/25 mm
i

3.9 UNWIND PROPERTIES AFTER AGEING

After exposure of a roll of tape to 40 +/- 2 C for 14 days and
conditioning at room temperature for 24 h, there shall be no transfer
of adhesive to the opposite layer while unrolling the tape.

3.10 FLAMMABILITY

3.10.1 SK-M3G39514-2
(IS0 3785)

Burn Rate, max 250 mm/minute
DELTA 3.10.2 SK-M3G9514-B
Burn Rate, max 100 mm/minute

In order to comply with Federal Motor Vehicle Safety Standard
No. 302, the materials, portions of components, and
composites shall not burn or transmit a flame across their
surface, at a rate of more than 100 mm/minute. To
demonstrate compliance, the sample size and method of testing
shall be in accordance with FLTM EU-BN 24-2.
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