ENGINEERING MATERIAL SPECIFICATION

Material Name

TAPE PRESSURE SENSITIVE VINYL FILM, PRINTED

1. SCOPE

The material defined by this specification is a pif
vinyl film, printed on the face side and backed

2. APPLICATION

This material was originally released
applications.

3. REQUIREMENTS
Note: The material shall be conditi

and 50 +/- 5 % relative humidity prior:
conditions.
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@ ENGINEERING MATERTATL. SPECIFICATION '
. SK-M3G9602-A

3.5 TEAR STRENGTH
(ASTM D 1004)

|
‘ Transparent Films,min 5 N/1 mm
|

Pigmented Films, min 3 N/1 mm
Metallised Films, min 3 N/1 mm
3.6 PRINT ADHESION No chipping

(FLTM EU-BI 6-1, Method C)

3.7 -ADHESION OF VINYL FILM
(ASTM D 1000, Method A; except determine
adhesion to anodized aluminum, chromium
plating and S-M32J100-A/E quality enameled
steel; prior to use, the painted panels
shall be conditioned for min 72 h at
23 +/- 2 C and 50 +/- 5 % relative humidity) -

3.7.1 Original, min 8.5 N/25 mm width

‘ 3.7.2 After 48 h Conditioning at 23 +/- 2 C 15 N/25 mm width
! . and 50 +/- 5 % relative humidity,
| width, min »

3.7.3 After Ageing, min 15 N/35 mm width

Test Method: Expose samples to each of the following
conditions. Use a new sample for each test. Condition
specimen for 24 h at 23 +/- 2 C and 50 +/- 5 % relative
humidity prior to test adhesion.

. Paint repair oven resistance, clause 3.8.1.
. Heat Ageing, clause 3.8.2.
. Environmental cycling, c¢lause 3.8.3.
. Weatherometer test, clause 3.8.4.1.
. Resistance to water immersion, clause 3.8.5.
Salt spray resistance, clause 3.8.6.
Resistance to waxing and dewaxing compounds, clause 3.8.7.
Petrol resistance, clause 3.8.8.
Shock test, clause 3.8.9.

3.8 RESISTANCE PROPERTIES

Except where otherwise noted (clause 3.7.3, Adhesion), resistance
properties tests shall be conducted using 100 x 300 mm S-M32J100-A/E
quality enameled steel panels fully covered by the test material.

Prior to use, the painted panels shall be conditioned for minimum
72 hours at 23 +/- 2 C and 50 +/~ 5 % relative humidity.

Samples shall be conditioned 48 hours at 23 +/- 2 C and 50 +/- 5 %
relative humidity prior to starting the tests. Where adhesion tests
after ageing are required (clause 3.7.3) samples have to be preserved

for them.
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