@ ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

VINYL SEALER, HEAT CURING, AIRLESS SPRAYABLE, SK-M4G9524-2
SOLVENT RELEASE :

1. SCCOPE

The material defined by this specification is a solvent release, airless
sprayable vinyl based on heat curing sealer.

2. APPLICATION

This material was originally released for the sealing of interior and
exterior joints. It is applied on EC-coated surfaces using airless spray
equipment or tube gun.

Prior to the release for a particular application and in addition to the
requirements specified herein, full evaluation under actual production
conditions must be ensured by affected Component Engineering activity.

3. REQUIREMENTS

Note: Unless otherwise specified, use test panels EC-coated according to
FLTM EU-BI 20-1, C. The material must be applied on the EC-coated test
panel 30 minutes after oven curing.

3.1 COLCR Beige - light grey or as specified
on Engineering drawing

3.2 FLASH POINT Over 100 C
(ASTM D 93, Method 2)

Note: 1In case testing at higher temperatures is not feasible because
of gelling of test material, the supplier must certify in writing
that each separate volatile ingredient has a flash point over 100 C.

3.3 SOLIDS, min 26 %
(FLTM EU-BV 50-10)

3.4 ASH, max 45 3
(FLTM EU-BV 50-10)

3.5 DENSITY at 20 C, max 1.5 g/cm3
{(ASTM D 1475)

3.6 VISCOSITY at 20 C
(FLTM EU-BV 3-1, pressure 1.0 bar, nozzle

dia 2 mm)
Date Release No. Released
1994 12 19 Revised and Retyped, was 13 pages
1989 06 01 [B/031524 TP Revised Sheet 2; 3.6.7.
1981 12 01 |SM/EQ 8899 TP Released
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3.6.1 As Received 5~ 15 s

3.6.2 After Ageing, max 55 s
(72 h at 35 +/- 2 C)

Note: Final approval of a specific viscosity of material for
production shipments shall be made by affected Manufacturing
Division.

In all cases, however, the viscosity shall be within the
limits specified above and shall meet all requirements of
this specification (Control Sample Laboratory Report).

3.7 HEAT RESISTANCE AFTER AGEING
(FLTM EU-BV 53-2, Method C, test panels
300 x 100 x 0.8 - 0.9 mm, prepared according
to clause 3, note. Heat curing according to
FLTM EU-BV 50-5, Table 2, heat ageing at
80 +/- 2 C)

No cracking, no loss of adhesion, no chipping or blistering.

3.8 COLD ADHESION AFTER HEAT AGEING
(FLTM EU-BV 53-4, Method B, test panels 300
X 100 x 0.8 - 0.9 mm, prepared according to
clause 3, note. Heat curing according to
FLTM EU-BV 50-5, Table 2, except in addition
to the curing 14 d heat ageing at 80 +/- 2 C)

No cracking, no loss of adhesion, no chipping or blistering.

3.9 CORROSION RESISTANCE No corrosion
(FLTM EU-BV 53-11, Method B)

3.10 FLOW RATE, max 3 mm
(FLTM EU-BV 53-1 A/B, Method A, except
prepare test panels according to
clause 3, note)
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