ENGINEERING MATERIAL SPECIFICATION

Material Name Speclfication Number
UNDERBODY COATING FOR PRIMER OR PAINT OVEN CURING SK-M5GS9502-A
1. SCOPE

The material defined by this specification is an a
curing PVC base underbody coating material with h
and good protection against corrosion. This mate 3 : ¥or heat
curing under primer or paint oven temperature <

Sprayable, heat

2. APPLICATION
This material is generally used on non-visil X :h. g.,
wheel arch side bar and/or as specifief LR The
material is applied to EC, coated and/or

3. REQUIREMENTS
3.1 COLOR

Black (not 1lighter tha
Engineering drawing.

specified on
3.2 SOLIDS, min
(FLTM EU-BV 50-10)

3.3 ASH, max
(FLTM EU-BV 50-

3.4 FLASH POINT
(ASTM D 56)

Over 80 C

3.5 DENSITY

& 20 1.2 - 1.3 g/em3
(ASTM D 1475)

ine pressure;

3 -20s
100 s
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ENGINEERING MATERIAL SPECIFICATION ,
SK-M5G9502-A

Note: Final approval of a specific viscosity of material for
production shipments shall be made by affected Manufacturing
area. However, in all cases the viscosity shall be within
the limits specified above and shall meet all requirements of
this specification (Control Sample Laboratory Report).

3.7 SURFACE CONDITION

The material shall be dry to touch after cooling to room temperature.
It shall be free from bubbles and shall show no evidence of chipping
or cracking when bent through an angle of 90 deg in 2 seconds around
a 50 mm diameter mandrel at room temperature.

Test Method: Test panels of 300 x 100 mm (prepared according to FLTM
EU-BI 20-1) shall be coated with the material under test in such a
manner (airless) that after the

a) maximum curing cycle according to FLTM EU-BV 50-5, Table 2,
b) minimum curing cycle according to FLTM EU-BV 50-5, Table 3

a2 dry coating thickness of 0.8 - 1.0 mm is obtained.

3.8 ABRASION RESISTANCE

There shall be no exposed metal area showing after 300 litre gravel
impact. No loss of adhesion around stone chipping area.

Test Methed:
1) Prepare test specimens in accordance with clause 3.7.

2} Condition for 2 hours at room temperature and expose in a
mechanical convection oven maintained at 70 +/- 2 C for
120 hours.

3) After conditioning for 24 hours at room temperature determine the
abrasion resistance according to ASTM D 968, except 1.D. of tube
25 mm and at a gravel through-put rate of 30 - 40 Litre/hour.
For each specimen a 5 litre volume of fresh gravel shall be used.

4) Check for abrasion resistance and loss of adhesion after 300
litre gravel impact. Continue abrasion test until exposure of
metal area and again check for loss of adhesion.

Gravel: Type "GABBRO" grain size 5 - 8 mm
Supply Source: Hartstein-Vertriebs-Agentur GmbH

Odenwald Industriestrasse 14
D - 6100 Darmstadt-Eberstadt
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