o @ ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

TAPE, ELASTIC SK-M6H9504-4
DELTA SK-M6H9504-3

1. SCOPE

The material defined by this specification
from polyamide and rubber elastic componentd

. 2. APPLICATICN

This material is generally used in th
pocket assemblies and/or as specified

3. REQUIREMENTS
3.1 STATISTICAL PROCESS
Suppliers must confo
Standard Q-101. A

therein is require
statistical rools

rd Quality System
Plan as described
Toval. Appropriate
cess/product data so
ously reduced.

‘parts supplied to this specification.

established for inicvial approval
standard and shall be kept on file
tory. All samples shall produce
Kat correspond to the refarence
e\ same conditions.

herein are based on material condicioned
e of 23 +/- 2 C and 50 +/- 5 % relacive
‘han 24 h prior to testing and testad under
ss otherwise specified.

Date Release No. Release/Revision
«1892 02 28 (C10176262 Revised. Minor changes. Was 6 pages. Retyped.
1876 07 05 |B/CP7069TC - 3.3 Alcernative Revised
1976 02 02 |SM/ER41247C Released
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@ ENGINEERING MATERIAL SPECIFICATTON
DELTA

SK-M6HI304-2a
SK-M6K9504-B

3.4 WIDTH 19 +/- 0.8 mm
NOTE:  All other dimenmsions as specified on Engineering Drawings.
(ASTM D 259) ’
3.5 WEIGHT, min 110 g/10 metres
(ASTM D 259)
3.6 YARN SIZE AND YARN TVPZ
WARP, min
36/40 Extruded Rubber 24 Ends/Full Widch
or
28/32 Extruded Rubber 20 Ends/Full Width
Rubber core covered with spiraily wound
200 dTex Rayon yarn
55.5 Tex Polyamide 6 or 6.6 64 Ends/Full Width
or alternatiwvely
47.6 Tex, Polyamide 8 or 6.6 41 Ends/Full Width
NOTE : Type of Weave Braided
or alternatively:
WARP, min
36/40 Extruded Rubber core covered with a 24 Ends/Full Widch
spirally wound 187 dTex x 30f Polyester Yarm.
11l Tex x 34f x 2; Modified Polyamide 69 Ends/Full Widtch
Polyamide 6.6
WEFT, min
11 Tex x 34f x 2; 320 Picks/10cm
Modified Polyamide 6.6,
3.7 TENSILE STRENGTH, min, Full Widch 500 N/Full Widch
(ASTM D 1682, 1C, test speed
300 mm/minute, Initial jaw separation 75 mm)
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