i ENGINEERING MATERIAI. SPECIFICATION

Materlal Name

PLASTIC COATED SPRING WIRE

1. SCOPE

Specilfication Number

SK-M89DS709-A

The material defined by this specification is a plastic coated spring wire.

2. APPLICATION

This material was criginally released as spring for seat back frames and/or
as specified on the Engineering Drawing.

3. REQUIREMENTS
The material shall be conditioned for a minimum of 24 h at 23 +/~ 2 C and
50 +/~ 5 % relative humidity prior to test and tested under the same
conditions.
3.1 DIMENSIONS As specified on the Engineering
Drawing
3.2 COATING THICKNESS, min 200 micrometre
Or as specified on the Engineering Drawing. Coating thickness shall
be determined using a micrometre screw.
3.3 APPEARANCE
The coating shall be smooth and uniform. Process caused
irreqularities are permitted 1f they <do not impair the
serviceability.
3.4 COLOR Black or as specified on the
Engineering Drawing
3.5 ENVIRONMENTAL CYCLING
After test the specimen shall not show any cracks, blisters or any
other failures.
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3.6

3.8

Test Method: Subject the part to 3 complete cycles. One cycle
consisting of the following in the seguence indicated below:

3hat80+/ -1C

1 h at room temperature

3hat -30+/-1C¢C

1 h at room temperature

16 h at 38 +/- 1 C and 98 +/- 2 % relative humidity

SALT FOG RESISTANCE 24 h
The specimen shall not show any blistering or rust creeping

Test Method: Cut through specimen and expose for 24 h according to
FLTM EU-BI 3-1, Method B, clauses 1, 2 and 3.

Examine for blistering and rust creeping. Corrosion is permitted on
the unccated cutting edge.

BASE MATERIAL REQUIREMENTS
3.7.1 Coating Material

Polyamide 12 or as specified on the Engineering Drawing.
3.7.2 Steel Wire Requirements

According to 5-M1Al020-A or as specified on the Engineering
Drawing.

SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification are
to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to
the materials addressed by this document. The restrictions are
defined in Engineering Materials Specification WSS-M99P9999-Al.
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