ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

POLYRUETHANE FOAM MOLDED PART FOR SOUND ABSORPTION SK-M99G9518-2a

POLYRUETHANE FOAM MOLDED PART FOR SOUND ABSORPTION DELTA SK-M9%9G9518-B
1. SCOPE

The material defined by this specification is a polyurethane foam based
molded part with integral skin.

2. APPLICATION

This part was originally released for sound absorption in the C-pillar area
between wheel arch and luggage compartment.

3. REQUIREMENTS

The material shall be conditioned for a minimum of 24 hours at 23 +/- 2 C
and 50 +/- 5 % relative humidity prior to test and tested under the same
conditions. Test shall be conducted not earlier than 72 hours after
manufacture of part.

Sampling: Samples except for tests according to FLTM EU-BV 60-4 shall be
cut from the finished part.

3.1 COLOR Grey to black or as specified on
Engineering drawing.

3.2 DIMENSIONS
(Slide gauge)

Thickness between 10 mm and 19 mm or according to Engineering
drawing.,

3.3 ASH, max 5
(FLTM EU-BV 50-10)

o

3.4 DENSITY, min 70 kg/m3
(IS0 1855, with integral skin)

3.5 TENSILE STRENGTH

(ISC 1798)

3.5.1 Original, min 11 N/em2

3.5.2 Elongation at Break, min 25 %
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ENGINEERING MATERIAL SPECIFICATION
SK-M99G9518-A

DELTA SK-M99G9518-B

3.6 COMPRESSION SET, max 50 %
(ISC 1856, Method A, 50 %, 22 h, 70 C)

3.7 COMPRESSION LOAD DEFLECTION 3 - 8 N/cm2
(FLTM EU-BO 52-1, except specimen size:
50 x 50 x 50 mm +/- 2 mm)

3.8 RESISTANCE TO HUMIDITY AGEING
(ISO 2440, 105 C, for 3 h)

3.8.1 Change of Compression Load Deflection

Maximum 10 % based on measured original wvalue accofding to
3.6.

3.9 ADHESION OF SURFACE FILM TO FOAM
The surface film shall not be removed without being destroyed.
Test Method:

1} Cut into the skin of the finished part an area of 25 x 250 mm with
a razor blade.

(5}

Cover the area with tape according to SK-M3G9500-A and press down
firmly.

3) Remove the tape from test piece in a tensile testing machine at
an angle of 3.14 rad and a test speed of approx 500 mm/minimum.

3.10 HEAT STABILITY
(24 h at 90 +/- 2 C, 1 h at relative humidity)

The finished part shall show no evidence of delamination, no visible
shrinkage or distortion, respectively it shall not warp to an extent
that would affect its use in ultimate assembly.

3.11 TEMPERATURE CYCLING TEST
No change when compared with the original part.

Test Method:

1) The finished part shall be subjected 3 times to the following
cycle:

h at 80 +/- 2 C

h at room temperature
h at - 30 +/- 2 C

h at room temperature

3
1
3
1
16 h at 38 +/- 2 C and 98 +/- 2 % relative humidity

2) Examine after conditioning at room temperature for 24 hours.
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DELTA SK-M99G9518-B

3.12 COLD RESISTANCE No cracking or breaking

Test Method:

1) Expose molded part to 80 +/~ 2 C air temperature for 24 hours.

2) Remove from oven and condition test part at room temperature for
2 hours.

3) Place the test part in a cold box at - 30 +/- 2 C for 24 hours.

4) While still in the cold box drop a steel ball of 225 g mass and
38 mm in diameter from a height of 600 mm 5 times to different
areas of the test part (finished part to be in horizontal position
and normal to the direction of impact).

3.13 SOUND ABSORPTION L wiw. . .....According to Figure 1
(ASTM C 384)

Note: Five samples shall be tested from each material under test.
Samples for measuring in the small tube shall be die cut from the

middle of the sample needed for the great tube after measuring the
latter.

3.14 AIR BORNE NOISE INSULATION Acceording to Figure 2
(FLTM EU~-BV &0-4)

Note: 1If the finished part does not allow the preparation of plane
specimens as required above, the supplier is required to provide,
together with he Initial Sample Report, specimens of same material
and equivalent manufacture used for the finished part. Samples for

control and routine checks shall be submitted as required by Quality
Control.

3.15 FLAMMABILITY

3.15.1 SK-M99G9518-A No requirement

DELTA 3.15.2 SK-M99G9518-A
(FLTM EU-BN 24-2)

Burn Rate, max 100 mm/minute

In order to comply with Federal Motor Vehicle safety Standard
No. 302, the materials, portions of components, and
composites shall not burn or transmit a flame across their
surface, at a rate of more than 100 mm/minute. To
demcnstrate compliance, the sample size and method of testing
shall be in accordance with FLTM EU-BN 24-2.
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