ENGINEERING MATERIAL SPECIFICATION

Material Name 3pecification Number
EC ADDITIVE SK-M99J9568~-A
1. SCOPE

The material defined by this specification is an additive for cathodic
electrocoat, supplied as a binder solution in essentially organic solvents.

2. APPLICATION

The material is used to adjust cathodic electrocoat primer under production
conditions. The material shall have nc adverse effect on the quality of
the electrocoat primer in a production dipping tank. The material has only
to be used on supplier's request and in an amount to be specified by the
supplier in each case.
3. REQUIREMENTS
3.1 COMPOSITION
3.1.1 Vehicle

Waterborne synthetic basic resins compatible with those
contained in the acidic electrocoat dipping tank.

3.1.2 Toxicity
The material shall not contain toxic components in excess of
that permitted by the safety regulations currently prevailing
in the country or plant where the material shall be used. Do
net use cadmium compounds.

3.2 PHYSICAL PROPERTIES

3.2.1 Non-Volatile, min 53 %
(FLTM EU=-BI 2-1)

3.2.2 Density
(FLTM BEU-BI 2-2)

According to initial sample report +/- 0.1.
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3.2.3 Infrared Spectroscopic Analysis

From materials approved with Initial Sample Report an
infrared curve (master curve) shall be recorded and filed by
the FoMoCo-Quality Control or Testing Laboratories. Infrared
curves recorded for control purposes shall correspond to the
master curve and shall be filed with the master curve. For
all further suppliers new master curves shall be established
provided the material meets all other requirements of this
specification.

3.2.4 Flash Point

The flash point shall conform to the safety regulations
applicable to the plant and/or country where the material
shall be used.

3.2.5 Storage Stability

During a storage of 3 months at room temperature, the
} material as received shall not gel or liver upon standing and
| must be free from settling which cannot be dispersed by
| normal agitation.

3.3 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material wupon which approval was
originally granted.

Prior to meking any change in the properties, composition,
construction, coler, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification are
to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to
‘ the materials addressed by this document. The restrictions are
defined in Engineering Materials Specification WSS-M9SP9999-Al.
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