ENGINEERING MATERIAL SPECIFICATION

Material Name

PRINTING PAINT, EXTERIOR QUALITY

1. SCOPE

Specification Number

SK-M29J9582-A

The materials defined by this specification is a weather resistant air

drying printing paint.

2. APPLICATION

The materials shall be suitable for use over plastic surfaces, e.g. ABS
where lettering or decorating in a desired color is required.

3. REQUIREMENTS

3.1

COMPOSITION

3.1.1 Vehicle

3.1.2 Solids

(FLTM EU-BI 2-1)

Synthetic resin

According to approved initial sample report +/- 2 %.

3.1.3 Viscosity as Received
(FLTM EU-BI 11-1)

According to approved initial sample report +/- 5 s.

3.1.4 Flash Point

The flash point shall conform to the safety regulations
applicable to the plant and/or country where the material
shall be used.

3.1.5 stability
(FLTM EU-BI 2-3)

During a period of 3 months storage at room temperature, the
material shall be stable in all respects, without hard
An increase of viscosity of more than 15 seconds
shall be cause for rejection.

settling.
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3.1.6

Toxicity

The material shall not contain toxic components, e.g. lead or
lead compounds, benzene, chlorinated hydrocarbons etc., in
excess of that permitted by the safety regulations currently
prevailing in the country or plant where the material shall
be used. The use of cadmium is prohibited.

3.2 FILM PROPERTIES

3.2.1

3.2.2

3.2.3

3.2.4

3.2.5

3.2.6

3.2.7

3.2.8

3.3 AGEING

Color According to master panel
(FLTM EU-BI 9-1)

Gloss As specified on Engineering
(FLTM EU-BI 10-1, drawing
60 deg glossmeter)

Hiding Power, Dry
(FLTM EU-BI 1—5)_

Completely hiding of substrate at maximum 10 micrometre dry
film thickness.

Hardness, min 4 KHN
(FLTM EU-BI 12-2)

Drying (at room temperature)

Dry to handle, max 5 minutes
Fully cured 2 hours
Dry Film Thickness, min 10 micrometre

(FLTM EU-BI 17-1 indirect over metal)
Note: Other suitable methods permitted.

Adhesion No chipping
(FLTM EU-BI 6-1, Method C)

Plastic Crazing

The material shall not craze or damage the plastic substrate
in any manner.

Test panels prepared according to item 3.4 shall be aged 16 hours at
45 C or 72 hours at room temperature, prior to testing.
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