ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
BAKING PRIMER SK-M99J9630-A
BAKING PRIMER SK-MS85J%630-B
1. SCOPE

The material defined by this specification is a baking primer.

2. APPLICATION
The material is generally used as a primer for phosphate coated spare
parts. The material shall be suitable for pneumatic as well as

electrostatic application.

SK-M99J9630~A Black
SK-M98J9630-B Grey

3. REQUIREMENTS
3.1 COMPOSITION
3.1.1 Vehicle
Synthetic resin, preferably modified epoxy resin.

3.1.2 Non-Volatile
(FLTM EU-BI 2-1)

According to initial sample report +/- 1.
3.2 PHYSICAL PROPERTIES

3.2.1 Density
(FLTM EU-BI 2-2)

According to initial sample report +/- 0.05.

3.2.2 Package Viscosity
(FLTM EU-BI 11-1)

According to initial sample report +/- 5 s FC 4 at 25 C.
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f 3.2.3 Stability

After 3 months conditioning at room temperature, the material
as received shall not gel or liver upon standing. An
increase of the viscosity of more than 15 seconds is not
permitted when the material is tested according to FLTM EU-
BI 2-3.

3.3 PREPARATION OF TEST PANELS
3.3.1 Substrate
Body steel according to DIN Standard 1623, Type RRST 14 - 05
or according to BS 1449, Part 1B, 1962 CR I (E) and surface

i finish of 45 - 65 CLA (microinches).

3.3.2 One Coat System
(FLTM EU-BI 3-2, Method E)

Thinner: S~M14J245-A (xylene)
Spray Viscosity: As specified by supplier
Dry Film Thickness: 20 - 25 micrometre

(FLTM EU-BI 17-1)

Baking: 10 minutes at 175 C metal
temperature

3.3.3 Two Coat System
(FLTM EU-BI 3-2, Method C)

Thinner, spray viscosity, dry film thickness and baking see
item 3.3.2.

Note: SK-M1J9559-A black or dark solid color when tested
according to item 3.5.2 and 3.7.3 SK-M1J9559-A white for all
other tests.

3.4 AGEING

Prior to testing, panels must be aged 16 hours at 45 C for 72 hours
at room temperature.

3.5 APPEARANCE
3.5.1 Leveling

During stoving the primer shall level with a minimum orange
peel effect.

WP 3948-b Page 2 of 4

B 90091b0 0038197 221 M Documents
Copyright by the Ford Motor Company Document Sharing Hub

Sat Aug 27 21:30:25 2016
Full document details: FORD SK-M99J9630-B 1994


http://www.avadocuments.com/doc/ford-sk-m99j9630-b-1994
http://www.avadocuments.com/doc/ford-sk-m99j9630-b-1994

