ENGINEERING MATERIAL SPECIFICATION

taterfol Neme file Control No.

POLYAMIDE FABRIC, KWITTED SMTS009HE2180

1. SCOPE
The material defined by this specification is
fabric. :
2.  APPLICATION
This specification was released oxriginally
material for flame-laminared seating fab
Engineering Drawings.
3.  REQUIREMENTS
The materisl must be condirioned f
50 +/- 5 % relative humidicy pri
conditions, )
3.1 VWIDTH As specified on Ei
(ASTM D 1910, Method 12-1
3.2 DEIGHT mim2d, min
(FLTH EU-BN 6-1)
3.3 CONSTRUCTICN per
(ASTM D 1910,
Wales 110
Courses 200
200
200
Date Release/Revisiorn
1989 05 31 |[B/D31524TC Retyped minor changes, was 3 sheets
1978 07 03 {B/11B40STC Revised
1972 01 12 |3A/EM1022KHC Released
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3.6  STATISTICAL PROCESS

Suppliers must conform to the Tequirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Apprepriate
statistical tools must be used to analyze process/product data sc
that variazion in the final product is continuously reduced.

3.7 SUPPLIERS RESPONSIBILITY

All materials supplied to this specification must be equivalent in
2ll charascteristics to the material upon which approval was
originally granted,

Prior ro making any change in the properties, composicion,
construction, celour, processing or labelling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a nev code identification
sre to be submitted with the Tequest. -
Substance restrictions imposed “by law, regulations or Ford, apnly
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS-M99P9999-Al,
unless a different suffix (e.g. a2 or A3) 1is specified on the
engineering document for the application.

4. APPROVAL OF MATERIALS

Materials defined by this specificarion must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their marerials shall first obcrain an expression of interest from the
affected Purchasin » Design and Materisls Engineering activity. Upon
request, the Supplier shall submit to the afrected Materials Engineering
activity irs owm laboratory report to the specification (test results,
Dot nominal values), the marerial designation and code number, and res:
specimens for Ford evaluation. Upon approval, the macerial will be added
to the Engineering Material Approved Source List,
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