ENGINEERING MATERTAL SPECIFICATION

.:

Naterial Name File Controt No. Specifi Nucber

WOVEN FABRIC - COTTON OR COTTON/POLYESTER SMT5Q09HES385
1. SCOFE

The material defined by this specification {s a sized
and polyester fibre blended yarn, woven fabric.

2. APPLICATION

This specificatio. was released originally 3
foundation material in the construction of sé

conditions.

3.1 VIDTH As specified on Engine
(ASTM D 1910, Hethod 12 - 16Y%

3.2 WEIGHT g/m2, min
(FLTM EU-BN 6 - 1)

100 % Cotton
Cotton/Polyester

3.3 COMPOSITION
(ASTM D 276)

alternatively S

164
150
10 cm 25 Tex, min
150
150
6 +/- 2
|
|
|
1
: Release/Revision
1389 0S5 31 {B/031524TC Retyped minor chanpes
1978 11 10 |SM/ER2194TC Released
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3.6 TEAR STRENGTH N, min
(FLTH EU-BN 50-2)
Uarp . 20
Weft : 20

3.7  TENSILE STRENCTH N, min
{ASTM D 1682 0T, Test Speed 300 mm/minute)
Varp ' 175
Veft i 150

3.8 SELVEDGE
The selvedge shall be of uniferm width on both edges of the fabriec
and shall lie flat with the body of the cloth.

3.9  STATISTICAL PROCESS
Suppliers must conform to the requirements of Ford Quality Systex
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source aprroval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuocusly reduced.

3.10 SUPPLIERS RESPONSIBILITY
All materials supplied o this specification must be equivalent in
all charscteristics to the material upon which approval was
originally granted.
Prior to making any change in the properties, composition,
construction, colour, processing or labelling of the wmaterial
originally' approved under this specificarion, whether or not such
changes affect the material's ability te meet the specification
Tequirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineefing acrivity of the proposed changes
and obtain the wrirren approval of the Materials Engineering
acrivity. Test data, test samples and a new code idencification
are to be submitted with the Tequest.
Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification USS-M99P9999-A1,
unless & differenr suffix (e.g. A2 or A3) is specified on the
engineering document for the application. -
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