ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

HEAT RESISTANT PAINT FINISH SP-M2P9564-A

1.

SCOPE

This specification defines the quality of a heat aint finish.

2. APPLICATION
-This finish is specified where high heat resis r
qoatinq shielded spark plugs or for muffler .o
2.1  QUALITY |
The quality required is that obtained ractice
as follows: :
2.2 CLEANING
All parts to be painted s dust, rust
and other foreign materi
2.3 PAINTED FINISH
Air drying or forced
3. REQUIREMENTS
3.1 FILM PROPERTI
3.1.1
at time of packing to withstand
ing without marring.
15 micrometre
No chipping
)
Lf not otherwise specified on Engineering drawing).
Date Released
19984 12 21 Revised and Retyped was: 4 pages
1975 02 12 [B/CP7052 TP . Part number revised {was SP-M2P9561-3)
1975 01 20 {SM/ET0863 TP Released
WP 3948-a Page 1 of 2
B 5009160 0037192 &52 EM Documents
Copyright by the Ford Motor Company ' 7 - * Document Sharing Hub

Sat Aug 27 21:32:28 2016

Full document details: FORD SP-M2P9564-A 1994


http://www.avadocuments.com/doc/ford-sp-m2p9564-a-1994
http://www.avadocuments.com/doc/ford-sp-m2p9564-a-1994

@ ENGINEERING MATERIAIL, SPECIFICATION
SP-M2P9564-A

3.1.5 Heat Resistance

24 hours at 245 C - 260 C. No blistering or peeling.

Note: When it is not feasible to test the actual part, test
panels may be substituted. Test panels shall be processed
concurrently with parts and shall be representative of parts
with respect to substrate, cleaning, paint thickness and
bake.

3.2 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material wupon which approval was
originally granted.

Prior to making any change ' in -'the ‘properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification are
to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to
the materials addressed by this document. The restrictions are
defined in Engineering Materials Specification WSS-M99P9999-Al.

4. APPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first cbtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon
request, the Supplier shall submit to the affected Materials Engineering
activity a completed copy of their laboratory test reports, signed by a
qualified and authorized representative of the test facility, demonstrating
full compliance with all the requirements of this specification (test
results, not nominal values), the material designation and code number, and
test specimens for Ford evaluation. Ford's engineering approval of a
material will be based on its performance to this specification and on an
assessment of suitability for intended processes and/or applications. Upon
approval, the material will be added to the Engineering Material Approved
Source List.
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