ENGINEERING MATERIAL SPECIFICATION

Material Name File Controt No. Specification Rumber
POLYACRYLIC RUBBER SMT5002DA4250 SQ-M2D9506-4
1. SCOPE

The material defined by this specification is a poly,

2. APPLICATION

This specification was released originally fo
spring forward clutch cushion in automatic t

3.  REQUIREMENTS
3.1 TESTING OF STANDARD SPECIMENS
3.1.1 Originél Physical Properties®

3.1.1.1 Hardness Dis
(ASTM D 2240)

3.1.1.2 Tensile.
(ASTM D 412, Dj

3.1.1.3 Elo%ns

nsile Stress :

e C),

3.1.2 geing in Air at 150 +/- 2 C

eter A units 0 to +10
éngth, max ~20 %

on at Break, max -40 &

Date Release/Revision
1988 09 30 [B/031516TC Retyped minor changes, was 9 sheets
{ 1981 10 12 |B/453226TP Changed Sheet 3, 6
| 1976 02 04 |SM/EQ8032TP Released
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3.1.3  Change after 70 hrs ageing in ASTM Q:il No. 1 at 150 +/- 2 C
(ASTM D 471)

3.1.3.1 Hardness Durometer A, units -4 to +6
3.1.3.2 Tensile Strength, max » -25 s
3.1.3.3 Elongation at Break, max -25 %
3.1.3.4 Volume -4 to +4 %

3.1.4 Change afrer 70 hrs ageing in ASTM 0il No. 3 AT 150 +/- 2 C
(ASTM D 4713 .

3.1.4.1 Hardness Durometer A, unics -15 to O
3.1.4.2 Tensile Strength, max -10 %
3.1.4.3 Elongation at Break, max -15 %
3.1:4 .4 ‘Volume C to +20 3

3.1.5 Change after ageing in minimur two approved automatic
transmission fluids having different additive packages
according to specification SQ-M2C9010-A,

168 hrs at 150 +/- 2 C (ASTM D 471)

3.1.5.1 Hardness Durometer A, units -10 to O
3.1.5.2 Tensile Strengch, max’ -35 %
3.1.5.3 Elongation at Break, max -30 %
3.1.5.4 Volume 0 to 10 %
3.1.5.5 Bend Test No cracks

Three test specimens (ASTM D 412, Die C) are to be bent
completely flat against itself. . ’

3.1.6 Compression Set after 70 hrs at 150 +/- 2 C

(ASTM D 395, Method B), max 60 %
3.1.7 Specific Gravity (ASTM D 297), Mg/m3 1,34 +/- 0,03
3.1.8 Ash Content 1,1 +/- 0,5 &

(FLTM EU-BO 6-2, test temperture 800 +/- 2 C)
3.1.9 Low Temperature Resistance (ASTM D 746, Method B)

Must not be brittle after 3 minutes at -9 C
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