ENGINEERING MATERIAL SPECIFICATION

Material Name File Controt No. Specification Number
CHLOROPRENE RUBBER SMT5002DA4270 SQ-M2D9507-A
1. SCOPE

The material defined by this specification is a chloroprene rubber.
2. APPLICATION

This specification was released originally for material used for drive
shaft dust boots.

3. REQUIREMENTS
3.1 TESTING OF STANDARD SPECIMENS
3.1.1 Original Physical Properties

J.1.1.1 Hardness Durometer 56 - 64
(ASTM D 2240)

3.1.1.2 Tensile Strength, min 12 N/mm2
(ASTM D 412, Die C)

3.1.1.3 Elongation at Break, min 300 %
(ASTM D 412, Die C)

3.1.1.4 Tensile Stress at 100 % Elongation
(ASTM D 412, Die C) N/mm2 2,4 - 3,8

3.1.2 Change after 70 hrs Ageing in Air at 100 +/- 2 C
(ASTM D 573)

3.1.2.1 Hardness Durometer A, units 0 to +10
3.1.2.2 Tensile Strength -10 to +20 %
3.1.2.3 Elongation at Break -30 to +10 %

3.1.2.4 Tensile Stress at 100 % Elongation -10 to +30 %

Date Release No. Release/Revision
1988 11 30 |B/031518TC Retyped minor changes, was 7 sheets
1976 04 05 |SM/EQ8062TP Released
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3.1.3 Change after 70 hrs Ageing in ASTM 0il No. 1 at 100 +/- 2 C
(ASTM D 471)

3.1.3.1 Hardness Durometer A, units 0 to +10
3.1.3.2 Tensile Strength -20 to +30 %
3.1.3.3 Elongation at Break -30 to 0 3
3.1.3.4 Volume -15 to -5 ¢

3.1.3.5 Tensile Stress at 100 % Elongation +20 to +50 %

3.1.4 Compression Set after 22 hrs at 100 +/- 2 C
(ASTM D 395, Method B), max 30 %

3.1.5 Density Mg/m3 1,30 - 1,40
(ASTM D 297)

The tolerance of density for any supplier shall be +/- 0,02
Mg/m3 based on the recorded density of its original

approved sample.

3.1.6 Ash Content
(FLTM EU-BO 6-2, test temperature 800 +/- 25 C)

The ash content shall be in accordance with the initial
sample report

The ctolerance of ash content for any supplier shall be
+/- 1 % based on the recorded ash content of its original
approved sample, e.g. calculated value is 5 % allowed
tolerance of ash content is 4 - € %,

3.1.7 Low Temperature Resistance
(ASTM D 746, Method B)

Must not be brittle after 3 minutes at -40 C.

3.1.8 Ozone Resistance Rating 0O
(FLTM EU-BP 1-1)

3.2 TESTING FINISHED PARTS
3.2.1  Original Physical Properties

3.2.1.1 Hardness I.R.H.D. 55 - 65
(ASTM D 1415, micro tester)

3.2.2 Change after 70 hrs Ageing in Air at 100 +/- 2 C
(ASTM D 573)

3,2.2.1 Hardness, units 0 to +10
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