ENGINEERING MATERIAL SPECIFICATION

Material Name

POLYACRYLIC RUBBER FOR VALVE STEM SEALS

1. SCOPE

The material defined by this specification is a high
polvacrylic rubber.

2. APPLICATION
This material is generally used for valve ste
3 REQUIREMENTS
3.1 TESTING OF STANDARD SPECIMENS
3.1.1 Original Physical Prope

Hardness Shore 2
(ASTM D 2240)

Tensile Sﬁrength
(ASTM D 412, jE

Elongation a
(ASTM D 412, DI

3.1.2 Change
at 175

Specification Number

SS-M2DS032-AA

0il resistant

+ 30 Units
O'to + 60 %

- 80 %

Date Released
1994 11 15 Revised and Retyped, was 6 pages
1974 09 24 [B/CP 7048 TP FCN added

1972 12 14 [B/PK 1908 SP

WP 3948-a

B 9009160 004kLLE O2b W
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SS-M2DS032-2A

3.1.5

3.2 TESTING

3.

WP 3948-b
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.1.

L1,

2.

Change After 168 h Ageing in ASTM
0il No. 1 at 150 +/- 2 C

(ASTM D 471)

Hardness, max

Tensile Strength

Elongation at Break

Volume

Change After 168 h Ageing in ASTM
0il No. 3 at 150 +/- 2 C

(ASTM D 471)

Hardness

Tensile Strength

Elongation at Break

Volume

Compression Set After 70 h

at 150 +/- 2 C, max ~

(ASTM D 395, Method B)

Specific Gravity
(DIN 53479/ASTM D 297)

Ash Content
(DIN 53568/ASTM D 287)

Low Temperature Resistance

(ASTM D 746, Method B)

+ 30 Units
0O to + 60 %
- 80 to 0 %

-5to+5 %

- 15 to + 15 Units
- 40 to 0 %
- 80 to 0 %

0 to + 20 %

60 %

1360 +/- 30 kg/m3

7.8 to 10.8 %

Must not be brittle after 3 minutes at - 8 C.

OF FINISHED PARTS
Original Physical Properties

Hardness, IRHD
(ASTM D 1415, micro tester)
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