ENGINEERING MATERIAL SPECIFICATION

Material Name

Specitication Number

GASKET MATERIAL, SYNTHETIC RUBBER BONDED ASBESTOS SS-MBGSS501-A

1. SCOPE

The material defined by this specification is a co Nasbestos fibre
material bonded with synthetic rubber.

2. APPLICATION

This material is generally used as gaskets
Engineering drawing.

3. REQUIREMENTS
3.1 TENSILE STRENGTH
(ASTM F 152, conditioning acc. t

material, procedure A) -

Nominal Thickness, min

0.4 - 0.6 mm " 12 N/mm2
0.7 - 0.5 mm 14 N/mm2
1.0 - 1.2 mm / / 14 N/mm2
3.2 COMPRESSIBILITY ‘ 5 - 15 %

(ASTM F 36, Method 3)

40 §

nd 3.3 are to .be carried out on
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3.4.1 Immersion in ASTM Fuel A,
5 h at 23 +/- 2 C

Nominal Thickness Increase in Thickness
0.4 - 0.6 mm 10 to 35 %
0.7 - 0.9 mm 15 to 35 %
1.0 - 1.2 mm 10 to 35 %

3.4.2 Immersion in ASTM Fuel B,
5 hat 23 +/- 2 ¢C

Nominal Thickness Increase in Thickness

0.4 - 0.6 mm 25 to 55 §
0.7 - 0.9 mm 25 to 50 %
1.0 - 1.2 mm 20 to 50-% -

3.4.3 Immersion in ASTM 0il No. 1,
5 h at 150 +/- 2 C

Nominal Thickness Increase in Thickness
0.4 ~ 0.6 mm 15 to 45 %
0.7 - 0.2 mm 10 to 40 &
1.0 - 1.2 mm 10 to 35 %

3.4.4 Immersion in ASTM 0il No. 3,
5 hat 150 C +/- 2 C

Nominal Thickness Increase in Thickness
0.4 - 0.6 mm 65 to 120 %
0.7 - 0.9 mm 55 to 110 %
1.0 - 1.2 mm 50 to 110 §&
3.5 COMPRESSION SET, max 12 %
(ASTM D 395, procedure A, 22 h at
70 +/- 2 C)

3.6 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.
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