ENGINEERING MATERIAL SPECIFICATION

Material Name Specirication Number
GASKET MATERTIAIL, ASBESTOS REINFORCED WITH TINPLATES SS-MB8G9503-A
1. SCOPE

The material defined by this specification are pe
nitrile rubber bonded asbestos lining.

\ tinplates and

2. APPLICATION
This material is generally used as gasket <7 ; feshs
specified on Engineering drawing.
3. REQUIREMENTS
3.1 CONSTRUCTION
Nitrile rubber bonded asbestos wi The
tinplates are properly rece 0/ have closely
projecting tangs, which argij 1 g and serve to
close over and hold the ; g ithout the use of
cement. The asbestos sha / : ‘He cavities at the
base of the tangs.
3.2 MATERIAL OF TINPLAT
Tinplate T3, E50 acc. to
Thickness: 0.20
3.3 COMPRESSIBILI 14 - 30 3
(ASTM F 36,
3.4 25 %
3.5 25 - 40 %
of asbestos material as shown in ASTM
cimen weighing from 5 - 10 g shall be
. It shall be ignited in a crucible at 815
less than 1 hour, cooled in a desiccator, and
won ignition shall be calculated as a percentage
Date (2 Released
1994 12 13 ~ Revised and Retyped, was 4 pages
1974 11 30 [B/CP7050TP Changed Spec No was SS-MBG9500-A
1974 10 08 |SM/ET0826TP Released
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3.6 MOISTURE CONTENT OF ASBESTOS MATERIAL, max 4 3%

Test Method: Test specimens shall be tested in the "as received"
condition. A specimen weighing from 5 - 10 q shall be disintegrated
and weighed. It shall be dryed in a mechanical convection oven at
105 +/- 2 C to constant weight, cooled in a desiccator and reweighed.
The weight loss shall be calculated as a percentage of the original
weight.

3.7 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted. :

Prior to making any change in the properties, composition,
construction, color, processing or- labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification are
to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to
the materials addressed by this document. The restrictions are
defined in Engineering Materials Specification WSS-M99P9999-A1.

4. APPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon
request, the Supplier shall submit to the affected Materials Engineering
activity a completed copy of their laboratory test reports, signed by a
qualified and authorized representative of the test facility, demonstrating
full compliance with all the requirements of this specification {test
results, not nominal values}, the material designation and code number, and
test specimens for Ford evaluation. Ford's engineering approval of a
material will be based on its performance to this specification and on an
assessment of suitability for intended processes and/or applicaticns. Upon

approval, the material will be added to the Engineering Material Approved
Source List.
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