ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

GASKET MATERIAL FOR CYLINDER HEAD GASKETS, REINFORCED . SS-M8GS606-A

1. SCOPE

The material defined by this specification is a syl
synthetic resin bonded asbestos reinforced with af
steel sheet core.

rubber and/or
e mesh or a

2. APPLICATION
This material was originally released for

3. REQUIREMENTS V
3.1 THICKNESS

As specified on the Engineering dra%

3.2 MATERIAL AND ITS FINISH OF

As specified on the Engin

3.3 SURFACE

Test Method:
each assemb ssembly with test specimens for 7 days

12 - 21 %
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ENGINEERING MATERIAL SPECIFICATION
SS-M8GS606-A

3.5 RECOVERY, min ' 30 %
(ASTM F 36, Procedure A)

3.6 FLUID RESISTANCE
(ASTM F 146, conditioning and tests
acc. to type I material)

3.6.1 Immersion in ASTM Fuel B, 5 h at 23 +/- 2 C

3.6.1.1 Compressibility, max 30 %
3.6.1.2 Recovery, min 35 %
3.6.1.3 Thickness Change 0 to + 15 %

3.6.2 Immersion in ASTM ©il No. 1,
5 h at 150 +/- 2 ¢

3.6.2.1 Compressibility, max 21 %
3.6.2.2 Recovery, min 25 %
3.6.2.3 Thickness Change 0 to + 10 %

3.6.3 Immersion in long life coolant concentrate according to
specification SS-M97B9101-A and distilled water (50:50) by
using a suitable distillation flask and a reflux condenser
for 70 hours at boiling temperature. After immersion store
specimens for 30 minutes at 23 +/- 2 C and 50 +/- 5 8§
relative humidity before testing.

3.6.3.1 Compressibility, max 25 %
3.6.3.2 Recovery, min 30 §
3.6.3.3 Thickness Change 0 to + 7 §

3.7 CHANGE AFTER IMMERSION IN DIFFERENT FLUIDS

After immersion according to para 3.6.1, 3.6.2, and 3.6.3 the
asbestos shall be firm and must not separate from the core. The
coating of the material shall not separate as a continuous film.
Tests to be carried out on specimens without metal flashing on the
edge.

3.9 SUPPLIER'S RESPONSIBILITY
All materials supplied to this specification must be equivalent in

all characteristics to the material upon which approval was
originally granted.
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