@ Manufacturing Standards Approved Source List

Fertigungs-Normen Genehmigte Bezugsquellen

Supersedes:/Ersetzt: Subject: Hydraulic Equipment - EAO | Reference: U-H General
U-H Betrifft: Hydraulische Ausristung-EAO | Bezug:  U-H Allgemein
March/Mirz 1990

This Approved Source List (ASL) identifies sources for procurement of items that are approved
for use within Ford Plants.

Approved items are those that either meet the requirements of a Ford Manufacturing Standard due
to perfomance and /or dimensions , or achieve commonisation/ rationalisation af spare parts as they
reflect what is allready available in Plant stores due to past usage.

The ASL designated "U-H General" is the European reference for procurement of any component
within the scope of the Manufacturing Standards classification and shall be used by all European
Plants.

Where it is advantageous for any specific Ford plant location or programme to restrict selection
within the “General" ASL, then the ASL shall carry that specific reference, and the prefered
items/sources shall be indicated on the appropriate pages contained therein.

Any deviation from the "General” or "specific” ASL requires written agreement of the Plant
Engineering activity responsible for the plant for which the equipment is intended and shall apply
only to the order in question at the time.

Diese Liste der genehmigten Bezugsquellen (ASL - Approved Source List) weist auf Quellen fir
die Beschaffung von bereits genehmigten Teilen, die ohne weitere Priifung in den angegebenen
Standorten verwendet werden kdnnen.

Hersteller von Industrie-Einrichtungen sollten Bauteile von den Herstellern auswiéhlen, diein der
ASL aufgefiihrt sind, die fir das Land gilt, in dem die Teile eingebaut werden sollen.

Die ASL ist die europiische Fassung fir die Beschaffung irgendwelchen, innerhalb des Umfangs
der Fertigungsnormen - Klassifizierung vorkommmenden Bauteile und ist von allen europdischen
Werken anzuwenden.

Wenn es sich fiir einen Ford - Standort als vorteilig erweist, die Auswahl innerhalb dieser ASL
einzuschrinken, so sind solche Einschrankungen oder Bevorzugungen deutlich innerhalb der
jeweiligen Anfrage, bzw. Bestellung anzugeben. :

Eine Abweichung von der ASL erfordert die schriftliche Zustimmung der Werktechnik, die fiir das
Werk zustidndig ist, fiir das die Einrichtung vorgesehen ist, und gilt nur fiir die zu der Zeit in Frage
kommenden Bestellung.
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Technical enquiries regarding this ASL shall be referred to:
Technische Riickfragen in Zusammenhang mit dieser Norm sind zu richten an:

Ford Motor Company Ltd.

Manufacturing Standards Office Room 1/289
Eagle Way, Warley

Brentwood Essex CMI3 3BW

Manutacturing
Administration
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. January 1994 Hydraulic Equipment - EAO U-H
Januar Hydraulische Ausriistung - EAQ
Group Title/ Supplier/ Catalogue No./ Plant
Gruppe Titel Lieferanten Katalog Nr. Werke
01 PUMPS 4-hole square flanges to ISO 3019 part 2, preferred

PUMPEN 4-Loch-Anbauflansche gem. DIN/ISO 3019 Teil 2 bevorzugt

PUMPS-
PUMPEN-

PUMPS-
PUMPEN-

PUMPS-
PUMPEN-

PUMPS-
PUMPEN-

PUMPS-
PUMPEN-
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Fixed displacement gear type

Konstantzahnrad

Bucher " Series- QT GF
Hydraulik Ring Series- PR EGFS
J F Barmnes Series- GPA EGFS

Fixed displacement Vane type
Konstant-Fliigelzellen

Haegglunds-Denison  Series- TMB, T2, T3, T5 EGF
Mannesmann Rexroth Series- V7 EGFS
(Sigma in France)
Vickers System Ltd.  Series- V10 , V20, V1010, V2020 EGFS
25V, 50V, 2520V, 4535V

Fixed Displacement Piston type
Konstant Kolben . '

Mannesmann Rexroth Series- R4 EGFS
(Sigma in France)

Parker Hannifin Series- PAF 12.5 - 80 EGFS

Vickers Systems Ltd  Series- PFB -5, -10, -20 EGFS

Variable Displacement Vane type
Verstellbare-Fligelzellen

Hydraulik Ring Type- PVS -16, -32, -50, -80 EGFS
Mannesmann Rexroth Type- V7 -10, -16, -25, -40, -63, EGFS
(Sigma in France) -100
Racine Model- PSV 10-100, PVQ EGFS
Vickers Systems Ltd.  Series- VVB -20, -32, -50, EGFS
VVA 10 - 80

Variable Displacement Piston type
Verstellbare - Kolben

Haegglunds-Dension  Series- 700, 900 E

Mannesmann Rexroth Series- A4 VSO 40-250 EGFS
(Sigma in France) Al10 VSO 28-140

Parker Hannifin Series- PAV 10, -12,5 EGFS

Series- PV 16 - 500
Vickers Systems Ltd.  Series- PVB -5, -6, -10, -15, EGFS

20, -29, 45, -90
Series- PVH -57, -74 EGFS
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Januar Hydraulische Ausriistung - EAO
Group Title/ Supplier/ Catalogue No./ Plant
Gruppe Titel Lieferanten Katalog Nr. Werke
02 DRIVE COUPLING
KUPPLUNG
Falk E S
Kauermann Kado & Kegeflex GFS
Kupplung-Technik Bowex - M. Rotex EGFS
U.C.C. Series- UC-DC 28 to 55 EGFS
03 FILTER- PRESSURE TYPE (with electrical indicator only)
FILTER- DRUCKSEITIG (nur mit elektr. Anzeige)
Fairey EGFS
Flupac/Hydac ' EGFS
Pall EGFS
Parker Hannifin EGFS

FILTER- RETURNING TYPE (with electrical indicator only)
FILTER- RUCKLAUFSEITIG (nur mit elektr. Anzeige)

Fairey EGFS

Flupac/Hydac EGFS

Pall EGFS

Parker Hannifin ‘ EGFS

Mahle (Purolator) EGFS

Vickers Systems Ltd. EGFS
04 GAUGE - OIL LEVEL - with fixing screws M12 at 127 mm centres

OLSTANDANZEIGER - (mit Befestigungsschraube M12,
Lochabstand 127mm)

Flupac/Hydac Series- FSA 12.7 EGFS
Parker Hannifin Series- HCD 361-500 EGFS
U.C.C. Series- FL-31 213 EGFS
Stauffenberg Series- SNA-2 EGFS
OIL LEVEL INDICATOR
SCHWIMMERSCHALTER
Mannesmann Rexroth Type- AB 31- 04 EGFS
Vogel Type- WS 35-2/... EGFS
Woerner Type- KFL-E-B-0S EGFS
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Januar Hydraulische Ausriistung - EAO
Group Title/ Supplier/ Catalogue No./ Plant
Gruppe Titel Lieferanten Katalog Nr. Werke
05 HEAT EXCHANGER - Shell and Tube type
WARMETAUSCHER - Mantel und Rohr
Bowman ' EGFS
Laengerer & Reich EGFES
Serk E S

HEAT EXCHANGER - Plate type
WARMETAUSCHER - Lamellentyp

Serk E
Heat Recovery Systems E
Alfa Laval . E
Clacfor S
06 FILLER CAP/STRAINER
EINFULLER u. BELUFTER
Flupac/Hydac EGFS
Norgren Martonair Aston - Type EGFS
Parker Hannifin EGFS
Stauffenberg EGFS
07 ACCUMULATOR - BAG TYPE
DRUCKSPEICHER-BLASE
Bosch Series- HY/AB EGFS
Fawcett Christie Hydr. Series- AC EGFS
Model- SA or/oder TB
Herion Type- 106 5012 - 106 5022 EGFS
Hydac Model- SB 210 EGFS
Olear Indus. S.A. Model- IH 210 EGFS
ACCUMULATOR - PISTON TYPE
DRUCKSPEICHER-KOLBEN
Bolenz & Schifer Type- AK EGFS
Hydac Type- SK EGES
Parker Hannifin Ada, A6R, A7J E
08 SAFETY BLOCKS-ACCUMULATOR
DRUCKSPEICHER-SICHERHEITSBLOCK
Flupac/Hydac Series- SA EGFS
Fawcett Christie Hydr. Series- SC EGFS
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