@Z2» Manufacturing Standards MA -

3.1

3.2

3.3

3.4

3.5

Wire - Brazing, Flux Cored, Antimony Free
60 % Tin
U-MAQ11-8011

SCOPE

The material defined by this standard is an extruded 60 % tin solder with a lead
base and an active flux.

Application

The material is generally used for delicate and contact soldering in electrical
engineering and general maintenance.

Requirements

Manufacture:

The material shall be manufactured in accordance with BS 441 and DIN 8516 and
be suitable for above application.

Designation:
In accordance with BS 219 Grade KP
or DIN 1707 L-Sn60PB (2.3660)

Other solders possessing a similar analysis may ailso be permitted if suitable.
Physical Properties:

Solidus: 183°C
Liquidus: 188°C (FOG: 190°C)

Designation of flux core:

In accordance with BS 5265 5a
or DIN 8511 F-SW26
Size:

Wires shall be supplied in a mutually acceptable length, They may be in
accordance with national standards or commerciallly available source, but be a
minimum 250 mm.

The diameter shall be denoted by the suffix to the Manufactdring Standard

number:
e.g.: U-MAO11-8011-10 = {a 1,0 mm diameter wire)
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4. Special Requirements

4.1 Supply Instructions:

See Manufacturing Standard U-MBX-S, Standard Requirements involved in
Procurement of Non Production Materials, Machines and Equipment.

In addition to clause S1 the labelling requirements according to the National
Standards in paragraph 3,2 shall apply especially the designation of type of rod or
wire, size and batch number.

4.2 User Instructions:

See Manufacturing Standard U-MBX-M, Standard Requirements involved in the use
of Non Production Materials, Machines and Equipment.

5. Shop Trials

Shop trials shall be conducted in representative areas and shall be based on the
overall usage of 5kg or 1 month whichever is the smalier.
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