Manufacturing Standards

U-MB 005-8013
LEANER - GENERAL PURPOQSE, MACHINREY, HEAVY DUTY OILY SURFA

Reiniger
1. Scope

The material defined by this Manufacturing Standard with index
-0l is a general purpose cleaner.
<02 is alow foam alkaline cleaner.

-03  is an extreme heavy duty floor cleanser.

2. Application

-01  This material is generally used for the manual cleaning of floors, walls, machinery and equipment
where light seil conditions prevail. Application may be by spray, cloth, wipe, mop or brush at

percentage rate of 0,5 to 5,0 % with water; depending on soil condition. Subsequent rinsing with water
should occur.

For rationalisation in plant this product may in some cases be used in floor scrubbing and pressure jet
cleaning machines.

<02 This material is used in mobile scrubbing machines for the general cleaning of factory floors. The
material should be diluted with water to either a 0,2 to 2,0 % solution for light soil or to a 6 % solution
for heavy soiling. Subsequently this material should be removed by rinsing with water.

-03  This material is used for heavily soiled plant floor where oil, grease and rubber tyre marks are
predominant. It may be applied manually or by scrubbing machine having been diluted with hot water
toa3 to 5 % solution. Subsequent rinsing with water should occur.

3. Requirements
3.1 Cleaning Efficiency

<01  Maximum usage temperature: 70 °C.

The diluted material shall effectively loosen grease, oil or soil so that they are easily be removed by
wiping, mopping or brushing and subsequently rinsing with clear water.

-02  Maximum usage temperature: 80 °C.

The diluted material shall effectively loosen grease, oil or soil so that they are easily be removed by the
scrubbing action of the machine and subsequent rinsing with water.

-03  Maximum usage temperature: 85 °C
The diluted material shall, with the aid of vigorous brushing, effectively loosen soiling so that it is
easily removed by mop or suction squeegee when subsequently rinsed with water.
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3.2 Composition

It is not intended in this standard to limit the actual composition of the material providing the following
requirements are met:

3.21

3.2.2

3.23

3.24

3.25

U-MB 005-8013

U-MB 005-8013 -01 =02 -03
Flashpoint DIN EN 29052 (°C) None None None
pH-Value of 1 % solution at 25°C 12,0 max. 12,0 max. 13, max
(ASTM E 70)

Total active ingredients (%) 10,0 min. 10,0 min. 30,0 min.
(ASTM D800)

Total alkalinty as Na20 (%) 2,2 min. 4,0 min. not required
(ASTM D800)

Solvent content ASTM D300 (%) 3,5 min. 5,5 min. 18,0 min.

(for FoB only )

3.3 Stability of Liquid Materials

No skinning, sludging, separation, soldification or other deterioration shall occur when this material, in its
concentrated form, is stored or shipped in a closed container down to a temperature of 0 °C for three

No separation of this material, in its concenrated form, into layers shall be apparent after the following

Hold the material concentrate at a temperatare of -7 °C for a time of six hours. Then allow it to
return to room temperature. Examine after a time of one hour (at a temperature of 20 +-5 °C)

months.
3.3.1 Separation
test:
for separation.
332 Foaming

The diluted material must not exhibit excessive foaming when used under normal operating conditions.

3.4 Discolouration
A 5 % solution of this material must produce no more discolouration/deterioration when left in contact
with a vinyl floor for 16 hours at a temperature of 20 +-5 °C than the approved material currently in use.

(Not required for U-MB 005-8013-02)

4. Special Requirements

4.1 Environmental Control

Waste material from scrubbing machines is highly polluted. Do not empty waste into rain water drains.
Empty only into waste water treatment plant collector. If no waste treatment plant is available, it has to be
checked with local authorities if discharge into foul sewer with subsequent sewerage work is allowed. If
not treat as special waste via outside contractor.

February 96

B S0091L0 0048092 767 W

Washer and Cleaner Compounds

Copyright by the Ford Motor Company

Thu Sep 01 16:50:51 2016

Full document details: FORD U-MB005-8013 1996

U-MB 005-8013
Page 2 of 3

Documents

. Document Sharing Hub


http://www.avadocuments.com/doc/ford-u-mb005-8013-1996
http://www.avadocuments.com/doc/ford-u-mb005-8013-1996

