Manufacturing Standards

MB

Acid Cleaner for Stamping of Terne Plate

1. Scope
The material defined by this Ford Manufacturing Standard is a mildly acidic cleaner for
cleaning and producing a dyed passivated coat using one stage wash equipment. It is generally
used for residue free cleaning of terne plate after the drawing process, preferably utilising two
stage wash systems.
2. Requirements
2.1 Cleaning effect
The material shall remove cutting oil, oil-water emulsion, swarf eic. from iron parts and
particularly shall remove drawing compounds and storage dirt from fuel tank stampings made
of terne plate, leaving them residue free.
2.2 Chemical composition
Acid alkali phosphates, min. 87%
Phosphate content caiculated as P,Os 350... 60%
Wetting agents, min. 3%
Water, max. 1%
2.3 Acidity
1% solution (ASTM E 70) PH3.0..55
24 Surface tension
1% solution (ASTM D 1331), max. 45 N/m
2.5 Application
Method: Spraying
Concentration: 0.1... 1.0%
Temperature 40... 85°C
| 2.6 Foaming
Shall not produce excessive foam when used for the intended application.
27 Passivating
The material produces a dyed passivated coating on iron parts.
2.8 Condition
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The material must not be dusty and shall not cake.

3. Special Requirements

3.1 Substance restrictions

Substance restrictions imposed by law, regulations or Ford, apply to the items addressed by
this document. The restrictions are defined in Ford Engineering Materials Specification:
“Substance Use Restrictions“~WSS-M99P9999-A1.

3.2 Silicone Exclusion

See: Ford Manufacturing Standard: “Standard Requirements Applicable to Procurement of
Non-Production Materials, Machines and Equipment* - W-MXX.

All non-production materials used directly in vehicle painting operations shall be silicone free,
including but not limited to filters, hoses, masking paper and tape, polishing and aerosol
products. The test for silicone contamination would be determined by using Ford Laboratory
Test Method BI 125-01.

33 User Information - Storage. Disposal and Use

Empty containers shall not be pierced or disposed of with general rubbish that may be incin-
erated.

Disposal of full (obsolete) / partially used containers must be in accordance with Company
Procedures / legal requirements which is dependent upon composition classification - haz-

ardous / non-hazardous.
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