ManufaCturing Standards -

PATNT STRIFPPER

Lackentferner

1.  MATERIAL

This Ford Manufacturing Standard is for use within PTO only and outlines the
requirements of a two-phase liquid paint stripper based on amines in high
flash point solvents: these are suitably mixed with o0il such that a protective
oil cover is formed during use.

2.  APPLICATION

| This material is for open tank operation usage as supplied i.e. not mixed or
diluted in any way, at temperatures up to 105 °C maximum.

It is normally used for the stripping of alkyd type paints from compoﬁent
masks. carriers or hooks made from common metals and plastics.
3. REQUIRTMENTS

3.1 It must not contain any caustic materials. phenols or chromates and
chlorinated hydrocarbons-

3.2 It must not have a be deleterious effect on aluminium or its alloys, mild
steel. cast iron, welded joints or plastics which may be used in the
fabrication of carriers, carrier supports., hooks and masks.

3.3 Operating temperature 105 °C maximum.

3.4 The actual stripping component must be non-flammable.

3.5 Protective 0il must have a flash point in excess of 220 °C.

3.6 It must be capable of stripping completely supplied samples of engine
masks within six hours without dstriment to the material of the masks.

3.7 It must be miscible or readily emulsifiable with water to permit easy
final washing of cleaned rarts.
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TERCIAL ZEQUIREMENTS

Ford Menufacturing Standard W-MEX - Standard Requirements applicable to

See Fo 2T
Procurement of Non-Production Materials, Machines znd Equipment.
stance restrictions imposed by law, regulation, or Ford, apply to the items
ddressed by this document. The restrictions are defined in Engineering
Matexizl Specification WSS-M99P9999-Al.
Manufacturing
Administration
U-MBO27-8001 CHEMICALS — ORGANIC April 1995

Page 2 / End

ER 9009160 0049909 T35 WA

Copyright by the Ford Motb?éompaﬁgf 7

Thu Sep 01 16:51:56 2016
Full document details: FORD U-MB097-8001 1995

Documents

Document Sharfr?g Hub


http://www.avadocuments.com/doc/ford-u-mb097-8001-1995
http://www.avadocuments.com/doc/ford-u-mb097-8001-1995

