@ Manufacturing Standards M B

Paint Stripper, Hot Application

1. Scope
The material defined by this Ford Manufacturing Standard is a liquid, one-component paint
stripper based on alkali hydroxide.

2. Application

This material, diluted with water in accordance with supplier’s recommendations and heated
t0 80 ... 90°C is used to remove stoved electrocoat, primer and enamel from ferrous metal
surfaces.

3. Requirements

3.1 Composition

It is not intended to specify the chemical composition, but it shall be recorded on the initial

sample report by the supplier.
3.2 Contents  of alkali hydroxide: check and report (minimum as initial sample)
of additives: check and report (minimum as initial sample)
33 Supply Form liguid
3.4 Flash Point None (DIN 51755)

35 Paint Stripping Performance (shall be checked only in paint trials)
‘The material in its diluted and heated condition must be capable to achieve the following
stripping results.

351 Universal Suspensions
Parts coated with several layers of baked cathodic electrocoat material (up to 5 mm thickness)
must be capable of rinsing clean by water jet to remove all paint residue after 12 hours
immersion. Baked anodic electrocoated parts must be capable of rinsing clean after 8 hours
immersion.

35.2 Door holders and similar parts
Parts coated with baked cathodic electrocoat, baked primer and baked enamel (film thickness

up to 5 mm) must be completely stripped after a maximum of 24 hours immersion.

333 Holders and similar parts (only in plants with two pack paints):
Holders coated with several layers of two-pack paint (up to 5 mm thickness) must be capable
of rinsing clean by high pressure water jet to remove all paint residues after 16 hours

immersion time.
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4. Special Requirements

4.1 Substance restrictions

Substance restrictions imposed by law, regulations or Ford, apply to the items addressed by
this document. The restrictions are defined in Ford Engineering Materials Specification:
”Substance Use Restrictions*-WSS-M99P9999-Al.

42 Silicone Exclusion

See: Ford Mamufacturing Standard: “Standard Requirements Applicable to Procurement of
Non-Production Materials, Machines and Equipment” - W-MXX.

All non-production materials used directly in vehicle painting operations shall be silicone free,
including but not limited to filters, hoses, masking paper and tape, polishing and aerosol
products. The test for silicone contamination would be determined by using Ford Laboratory
Test Method BI 125-01.

43 User Information - Storage. Disposal and Use

Empty containers shall not be pierced or disposed of with general rubbish that may be incin-
erated.

Disposal of full (obsolete) / partially used containers must be in accordance with Company
Procedures / legal requirements which is dependent wpon composition classification - bhaz-

ardous / non-hazardous.
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