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" Aerosols - Lubricants

Scope

The materials defined by this Ford Manufacturing Standard are specific purpose lubricants with suit-
able propellants packaged in aerosol form.

Application and Requirements

Aerosols are generally used where it is importanot to dispense in an exact area a small amount of
specific Jubricant . The materials shall be suitable for cold application, formulated as aerosol prod-
ucts and applied by spraying. »

Whilst it is not the intention of this Ford Manufactuxing Standard to limit actual compositions the

requirements of each material shall be appropriate for the respective areas of application as listed
below:-

Propeliant
The acrosol propellant used shall be non ozone depleting.

It shall be capable of completely evacuating all active contents of the container.

Aerosol Types L-Symbol (ISO 6743)

Chain and Drive Spray

A lubricant which is reinforced with a solid lubricant package with anti-fling characteristics for use
on moving chains, drive chains, fork lift chains and similar linkages. It shall be water resistant and
suitable for use in temperatures up to 180°C. .

Open Gear Spray CKL
A high film strength, lubricating, tacky, non d:up protective grease with resistance to corrosion, wa-
ter wash off and fling, for use indoors and outdoors on open gears up to one metre in diameter.

Wire Rope Spray ‘ CKC -
A lubricant which is reinforced with a solid lubricant package baving wear, corrosion and penetrat-
ing properties for the lubrication of the surfaces and interior of wire ropes.

Anti Scuffing Spray CKS

A dry film solid lubricant that will withstand extreme pressure and temperatures up to 400 °C to re-
duce scoring, galling, pick up, scuffing and general wear on mating surfaces and protect against sei-
zure and fretting. The product is normally used on machine stides which are to remain dry and free
from dust and dirt. .

Slideway Lubricant HG
A lobricating oil with extreme pressure additives with anti corrosion, anti oxidant, tackiness and
friction modifier additves for general use on vertical and horizontal machine slideways.

Anti Seize Spray CEM -

A multi purpose grease based material with finely divided solid lubricant (metallic) additives for the
prevention of seizure of threads and other components suitable, for use at extremes of temperature. It
shall give long term corrosion protection and be resistant to salt and chemical attack.

Metal Cutting Spray MAD
A multi purpose spray-on metal machining aid having extreme pressure and anti friction qualmes
Used for reaming, tapping, drilling et. in small maintenance machine shop activities.
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08 Spatter Release Spray
A spray containing viscous oil or suspended inorganic material but containing no silicones or graph-
ite. It is used to prevent adhesion of unwanted weld spatter to surfm in close proximity to welding

operations.

09 Protective Oil, Water Displacing RBB
A solvent dispersed corrosion preventative compound with water displacement properties which form
a clear protective coating when applied. Genera]ly used for short term ptotecuon of small metal
components and in. particalar suitable for use in electrical assembhm asa protecuon against adverse

atmospheric conditions.
2.3 Size and Contents
23.1 Shall be approximately 400 ml
23.2 Net weight of contents - rate and report
233 Weight of active contents - rate and report
2.34 Propellant - report type / composition

24 Special Requirements
24.1  Substance restrictions

Substance restrictions imposed by law, regulations or Ford, apply to the items addressed by this
document. The restrictions are defined in Ford Engmeenng Mategials Specification WSS-
MI9P9999-Al ,,Subsmnoe Use Restrictions™.

242 Hire Resistance
The aerosol spray shall not maintain combustion when the flame source is removed.
243 Silicone Exclusion

See: Ford Manufacturing Standard W-MXX - ,Standard Requitements Applicable to Procurement of
Non-Production Materials, Machines and Equipment*.

All nop-production materials used directly in vehicle painting operations shall be silicone free, in-

clnding but pot limited to filters, hoses, masking paper and tape, polishing and aerosol products. The
test for silicone contamination would be determined by using Ford Laboratory Test Method BI 125-

01.

244  User Information - § isposal and Use
Amosolsmpmsmsedconﬂmemmdshoﬂdnmbestomdmchmdsuﬂ:g&orexposedto tem-
peratares exceeding 50°C.

Empty containers shall not be pierced or disposed off with general rubbish that may be incinerated.
These products must not be sprayed onto naked flame or any incandescent material.

Disposal of full (obsolete) / partially used containers must be in accordance with company procedure
/legal requirements (i.e. dependent upon composition classification - bazardous / non-hazardous).
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