Manufacturing Standards M

PACKAGING PATER -~ VCI-TREATED
Verpackungspapier, VCI-beschichtet

VCI = Volatile Corrotion Inhibitor

1. SCOYE

This Ford Manufacturing Standard covers light, medium and heavy duty kraft
paper packaging materials which have been treated with a volatile corrosion
inhibitor which will vaporise and prevent rusting or corrosion of ferrous
metal surfaces.

U-MEO01-8001-01 Kraft paper VCI-treated flat
U-ME001-8001-02 " " voon creped
U-ME001-8001-03 " " laminated " ™ flat
U-MEQ01-8001-04 " ron " " creped
U-ME001-8001-05 " oo v reinforced

2. APPLICATION

2.1 01/02 shall be suitable for use as an inmer wrapper, part wrapper, liner,
separator or interleaving in special packaging operations. The material
may be used in conjunction with outer wraps (i.e. cartons, boxes etc.)
for short term protection serving primarily as a volatile corrosion
inhibitor. The material may also be used in envelopes and tubes, inserts,
ipner wrappers for smooth items, inner case liners and tote pan liners.

2.2 02 may be used when conformity to the part is desired in wrapping
irregular objects, when sharp edges are encountered on the part or
product, when some cushioning effect is desired or when easier handling
is advantageous.

2.3 03 shall be suitable for use as wrappers, envelopes and bags, case
liners, covers (i.e. tote boxes), separators, export box sheetings and
covered 'shed type' outside storage.

2.4 04 shall be suitable for use as heavy wrappers, shrouds or separators in
special packaging operations. This material may be used when
conformability to the parts is desired in wrapping, when sharp edges are
encountered in the part or product, when some cushioning effect and
easier handling is desired or advantageous in the wrapper used.

2.5 03/04 may be used for long-term domestic storage, export shipments and
other special packaging operations where barrier and strength properties
are important.
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2.6 05. This material shall be suitable for use as temporary tarpaulins,
machinery tool covers and overall covers or wrappers for outside short
term storage in special packaging operations.

2.7 05. This material may be used for long term domestic storage, export
shipments and cther packages where barrier and strength properties are
important.

3. . REQUIREMENTS
3.1 Colour

The paper may be coloured for identification if desired, by the supplier.

3.2 Size

The material shall be furnished in sizes as specified on the purchase
order, the quantity required being stated in 'number of sheets' or
'length of roll'.

3.3 Construction

01/02. The material supplied under this standard shall be a coated or
impregnated packaging material and shall show no appreciable loss of
coating or impregnates in normal handling operatioms.

03/04. The material supplied under this standard shall be a laminated
kraft paper, coated or impregnated with a volatile corrosion inhibitor.
The material shall show no appreciable loss of coating or impregnates in
normal handling operations.

05. The material supplied under this standard shall be reinforced
laminated kraft paper, one layer being coated or impregnated with a
volatile corrosion inhibitor. The exterior layer shall offer suitable
resistance to moisture penetration. The material shall show no
appreciable loss of coating or impregnates in normal handling operations.

3.4 Flexibilit d Strength

The material must withstand folding at -18°C without cracking of liners
or laminant. The flexibility and strength requirements of the material
shall be such as to permit the folding and shaping ordinarily encountered
in packaging operations using this type material without cracking,
tearing or the loss of volatile corrosion inhibitor by flaking.

3.5 Weight of Loading
Ford Laboratory Test Method AS 001-01 or AS 002-0l as applicable,

11 g/m2.
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