- Manufacturing Standards MG

1 Scope
The material required by this standard is a high density DISPOSE ST e
polyethylene foil with anti-static characteristics. (Black Stamped! by

G
RETAIN Record Copy 3«\—0&1@(:

(Red Stamped) uniit

2 A i . ) ERMM Schedule Numbe: €—~2"1 :

The foil is generally used for paint masking operations on
bodies, small parts and for repair or 2 - tone painting. It must
be removed prior to entry of the paint curing ovens.

3 Requirements

3.1 Density
0.956g/m3+ 0.01
3.2 Thickness

15 - 18 microns

3.3 Electrical Resistapce
= 102 (60% RH)
{DIN 54 345)
The supplier must coniirm in writing that all material supplied
under this standard will have the same electrical resistance.
The material must retain its slectricaj resistance for a minimum
of 6 months after delivery.

3.4 liv ondition

The polyethylene foil must te supplied rolled on a former with
a 70mm. Interior diameter, and a maximum exterior diameter of
450mm.
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Manufacturing Standards

3.5

3.7

3.8

3.9

3.10

Roil Width

The rolil width shail be according to Plant requirements from
the foilowing:-

1,200mm)
1,000mm)
800mm) + 5mm
400mmy)
250mm)
150mm)

Tolerapce of Cut Zdges
= 2mm
Performance Requirements

The following points shall be evaluated by production trial in
plant:-

o Processing and handling of fail

0 Waettability of foil

o Dirt/Dust attraction pror to painting

o Tensile strength

o Ease of removal

Gen Information jal Requiremen

The weight per roil 3,50Cm in length shouid be approximately:-

68Kg at 1,200mm width

56Kg at 1,000mm width

40Kg at = 400mm width

22Kg at 250mm width

15Kg at  150mm width
lv In fon

See U-MBX-S

r R iremen

See U-MBX-M
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